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QUESTION 1

Given:A WLAN controller is connected to ABC Company\\'s core layer 3 Ethernet switch with an IEEE 802.1Q
trunkconnection.The WLAN controller\\'s native VLAN is VLAN 6 and its IP address is 10.0.14.2 /24.Lightweight APs
supporting centralized forwarding are connected to the network on VLANs 7, 8, and 9, and they each build a Layer 3
tunnel back to the WLAN controller\\'s IP address. 

The dynamically assigned IP addresses received by each AP from a DHCP server will be ________________. 

A. Associated with the VLAN on which they are connected. 

B. Associated with the native VLAN of the WLAN controller. 

C. Associated with VLAN 1, the default VLAN for new APs 

D. Associated with a non-routable VLAN until the MAC address of the AP is removed from the controller\\'s MAC filter 

Correct Answer: A 

 

QUESTION 2

When you see the SKINNY protocol in a post-install validation protocol capture, what does this indicate? 

A. Secure FTP is in use 

B. VoIP is used on the network 

C. HTTPS is in use 

D. Multicasting is used on the network 

Correct Answer: B 

 

QUESTION 3

ABC Manufacturing has a heavily-used dual-band (2.4 / 5 GHz) WLAN, but sporadic RF interference across the 2.4
GHz band is causing dropped VoWiFi calls and leading to data connectivity and throughput problems. In addition to
avoiding 2.4 GHz channels and installing a distributed spectrum analyzer to locate RF interference sources, what should
the implementer do to resolve the problem fully? 

A. Have only guest access on the 5 GHz channels. 

B. Move all corporate data clients and VoWiFi devices to the 5 GHz channels appropriate for their regulatory domain. 

C. Use captive portals for guest authentication in 5 GHz. 

D. Implement WPA-PSK everywhere in the network. 

Correct Answer: B 
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QUESTION 4

At a university, the WLAN has been successfully deployed for ubiquitous access for faculty, students, and guests. Many
student computer labs are available throughout the campus with wired network connectivity, but there are also a few
smaller lab areas and workstations where Ethernet cabling is not available. For student wireless use, the students must
authenticate against RADIUS/Active Directory using PEAP. Also, the network administrators at this university would like
administrative access to these workstations when they are not in use by students sothat the administrators can manage
group policies, update OS patches, and perform other routine software maintenance. 

What deployment option is available and recommended for both student use and remote administration of these
workstations? 

A. Due to the architecture of 802.1X port-based access control, it is not possible for a wireless-only computer to access
network services required by network administrators in this scenario. 

B. Roaming user profiles should be used so that the users do not loser the family pictures on their desktops. 

C. The WLAN infrastructure vendor is responsible for providing proprietary client connectivity options to facilitate device
connectivity without user interaction. 

D. These workstations should be Ethernet-connected to a wireless client bridge, which will maintain network connectivity
independent of student connectivity status. 

Correct Answer: D 

 

QUESTION 5

Why does a frame transmitted at 1 Mbps have a greater usable range than the same frame transmitted at 54 Mbps? 

A. Free space path loss causes greater signal dispersion for higher rate transmissions. 

B. Receiver sensitivity requirements are lower for frames transmitted with less complex modulation and coding. 

C. To improve reliability, 802.11 STAs increase transmit power as the signaling rate decreases. 

D. Lower data rate RF transmissions travel at higher speeds and are less likely to experience collisions. 

Correct Answer: B 
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