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QUESTION 1

On an MX Series device with dual Routing Engines, which two conditions cause a unified ISSU to fail? (Choose two.) 

A. Graceful restart is disabled. 

B. BFD is enabled. 

C. GRES is disabled. 

D. NSR is disabled. 

Correct Answer: CD 

 

QUESTION 2

You have been asked to provide three commands helpful in troubleshooting OSPF adjacencies. 

Which three commands would be helpful? (Choose three.) 

A. show ospf database 

B. show ospf summary 

C. show ospf interface 

D. show ospf adjacency 

E. show ospf neighbor 

Correct Answer: ACE 

show ospf database, interface, and neighbor would provide detailed information about the OSPF database, interfaces
running OSPF, and information about the OSPF neighbors. show ospf summary only provides a high-level information,
while show ospf adjacency does not exist. 

 

QUESTION 3

You have recently installed a second Routing Engine (RE) in your Junos device and implemented Graceful Routing
Engine Switchover (GRES). 

Which two statements correctly describe the expected behavior if the primary RE fails? (Choose two.) 

A. The backup RE will assume the master role once the packet forwarding engine (PFE) restarts 

B. The backup RE will immediately assume the master role 

C. The new master RE restarts the routing protocol process (rpd) and establishes any required adjacencies based on
the configuration. 

D. The new master RE maintains the existing protocol adjacencies initially established by the previous master RE 

Latest JN0-361 Dumps | JN0-361 Practice Test | JN0-361 Braindumps                                2 / 4

https://www.certbus.com/jn0-361.html
https://www.certbus.com/jn0-361.html
https://www.certbus.com/jn0-361.html


https://www.certbus.com/jn0-361.html
2023 Latest certbus JN0-361 PDF and VCE dumps Download

Correct Answer: BC 

Once the RE\\'s are synchronized, they exchange keepalives. If the backup RE does not receive a keepalive from the
master RE after a specified timeout (typically 2 seconds), it determines that the master RE has failed and takes
mastership. When a mastership change occurs, the PFE seamlessly disconnects from the old master RE and
reconnects to the new master RE. The PFE does not reboot and continues forwarding traffic based on the existing
forwarding table entries. 

 

QUESTION 4

You are troubleshooting an OSPF adjacency that is stuck in the ExStart state. 

What would be the correct step to resolve the problem? 

A. Look for a mismatched IP subnet or mask. 

B. Determine whether the neighbor is a DR-Other. 

C. Determine whether the hello and dead intervals are the same on both sides. 

D. Review the MTU settings to ensure that they match. 

Correct Answer: D 

 

QUESTION 5

-- Exhibit -user@router> show route 0/0 exact detail inet.0: 14 destinations, 14 routes (14 active, 0 holddown, 0 hidden) 

0.0.0.0/0 (1 entry, 1 announced) *Aggregate PreferencE. 130 Next hop typE. Router, Next hop index: Next-hop
reference count: 4 Next hop: 172.30.25.1 via ge-0/0/1.100, selected StatE. Local AS: 65400 AgE. 1:03:46 Task:
Aggregate Announcement bits (2): 0-KRT 2-OSPF AS path: I Flags: Generate Depth: 0 Active Contributing Routes (1):
10.0.0.0/16 proto BGP -- Exhibit -Click the Exhibit button. 

You are advertising the route in the exhibit to your OSPF neighbors. 

What happens if the 10.0.0.0/16 route is unavailable? 

A. The default route will remain active and will "blackhole" all traffic from your OSPF peers. 

B. The default route will become unavailable and will no longer be advertised to your OSPF peers. 

C. The default route will remain active and will continue to be advertised to your OSPF peers. 

D. The default route will become unavailable and will continue to be advertised to your OSPF peers. 

Correct Answer: B 
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