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QUESTION 1

You are configuring a network interface to enable the Session Border Controller to use the interface for signaling and
media. 

Identify two valid configuration steps for supporting VLAN 12 (Choose two.) 

A. Navigate to the network-interface configuration element and set the sub-port-id parameter to 12. 

B. Navigate to the network-interface configuration element and set the sub-port-id parameter to 0. 

C. Navigate to the phy-interface configuration element and configure the hip-id parameter. 

D. Navigate to the phy-interface configuration element and configure the pri-utility-address parameter. 

E. Navigate to the network-interface configuration element and configure the name parameter. 

Correct Answer: AC 

 

QUESTION 2

Which action triggers the 180 Ringing response in a User Agent Client (UAC)? 

A. the subscription to a SIP presence service 

B. the generation of a remote ring-back tone 

C. the generation of a local ring-back tone 

D. the establishment of a SIP session 

E. the termination of a SIP session 

Correct Answer: C 

 

QUESTION 3

Which node automatically assumes the active role when peers boot simultaneously and their health scores are
equivalent in a High Availability (HA) scenario? 

A. the node with the highest wancom IP address 

B. the node that is configuredas secondary C. the node that had the role of active last 

D. the node with the lowest wancom IP address 

E. the node with the highest round-robin score 

Correct Answer: D 
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QUESTION 4

You are associating network-interface configuration elements with a physical- interfaceconfiguration element on the
Session Border Controller. 

Which parameter must contain the same unique ID in these two configuration elements? 

A. port-id 

B. identifier 

C. unique-id 

D. name 

E. sub-port-id 

Correct Answer: A 

 

QUESTION 5

Examine the output below from the show sipd invite command: 

How many 600 Busy Everywhere messages sent by the Session Border Controller in the last 140 seconds did not
originate from a downstreamdevice? 

A. 157 

B. 13 

C. 4 

D. 161 

E. 0 

Correct Answer: B 
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QUESTION 6

A steering pool defines _____________. 

A. a range of ports used to route media flows as they egress the Session Border Controller 

B. an IP address and port the Session Border Controller uses for steering media to the external media server 

C. an IP address and range of ports the Session Border Controller will use to declare itself as the destination for media
flows in a session 

D. a range of IP addresses and a pool of ports the Session Border Controller will use to declare itself as the destination
for all subsequent media flows in a dialog 

E. arange of IP addresses used to route media flows as they egress the Session Border Controller 

Correct Answer: C 

 

QUESTION 7

Which two statements describe the functions of Session Border Controllers? (Choose two.) 

A. they replace typical edge routers and firewalls in order to provide a unified network border forsignaling and media
control 

B. they are session-aware devices that enable control of end-to-end interactive communications across IP network
borders 

C. they are based on the Windows operating system 

D. they provide routing functions for IP, TCP, and SMTPusing application parameters 

E. they provide signaling proxy functions for SIP, H.323, and MGCP, which includes access control, signaling
constraints, and topology hiding 

Correct Answer: AE 

 

QUESTION 8

What mechanism isused to ensure adjacent devices can redirect their Ethernet traffic to the Session Border Controller
that takes over, when a Session Border Controllers fails over? 

A. Gratuitous ARP 

B. Reverse ARP 

C. Proxy ARP 

D. HSRP 

E. BOOTP 
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Correct Answer: B 

 

QUESTION 9

CORRECT TEXT 

Which statement is true about the Host In Path (HIP) feature In the Session Border Controller? 

A. 

Correct Answer: A 

Answer: By default, theSession Border Controller\\'s FTP, ICMP, SNMP, and Telnet services cannot be accessed via
the management interfaces. Answer: To enable these services (FTP ICMP, SNMP, and Telnet services), the enable
host-in-path command must be executed from the superuser mode. Answer: To enable these services, the Session
Border Controller includes a software license that enables administrative traffic over the media interfaces. Answer: By
default, the Session Border Controller\\'s FTP, ICMP, SNMP, and Telnet services cannot be accessed viathe media
interfaces. Answer: These four fields (FTP, ICMP, SNMP, and Telnet services) are collectively known as the Host
Interface Priority. 

Reference https://docs.oracle.com/cd/E52358_01/doc/sbc_scx620_acliconfiguration.pdf 

 

QUESTION 10

You are troubleshooting a SIP routing issue and you haveaccess to the SIP call ow processed by the Session Border
Controller. 

Which two steps are valid for troubleshooting this type of issues? (Choose two.) 

A. It is necessary to locate the SIP session to troubleshoot and check if there is a 404 Routes Not Found SIP error
message. 

B. It is recommended to look for 183 Session Progress SIP error messages that indicate routing issues. 

C. It is recommended to check the called number by looking at the Request-URI of the INVITE message and making
sure it is a validnumber to be routed. 

D. It is recommended to find the CANCEL method received by the Session Border Controller which typically identifies a
SIP routing issue. 

E. It is necessary to find an initial INVITE received by the Session Border Controller which getsa 503 Service
Unavailable SIP error message. 

Correct Answer: BE 

 

QUESTION 11

You used the no command to delete a configuration element. 

Whichstatement is true? 
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A. The deletion is lost on immediate reboot. 

B. The deletion is reflected when viewing the running configuration. 

C. The deletion takes effect immediately in the saved configuration. 

D. The deletion always requires a reboot to take effect. 

E. The deletion requires auto-save enabled. 

Correct Answer: A 

 

QUESTION 12

Which two statements are true about realm bridging in the Session Border Controller? (Choose two.) 

A. Therealm-config configuration element provides G.711 to G.729 transcoding functions. 

B. You can configure more than one SIP port per realm. 

C. You can only configure a single SIP port per realm. 

D. The ingress realm and egress realm for a specific SIP session can be the same. 

E. The ingress realm is always different than the egress realm for a specific SIP session. 

Correct Answer: BD 

 

QUESTION 13

What is used by the standby Session Border Controller to send ARP requests via the media interface in a High
Availability (HA) architecture? 

A. the IP utility address and its virtual MAC address 

B. the virtual IP address and its hardcoded MAC address 

C. the IP utility address and its hardcoded MAC address 

D. the virtual IP address and its virtual MAC address 

E. the IP utility address andthe MAC utility address 

Correct Answer: C 

 

QUESTION 14

In which two ways can you remove support for telnet from a media interface? (Choose two.) 

A. Navigate to the network-interface configuration element and run the delete-hip-ip command. 
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B. Navigate to the phy-interface configuration element and run the remove-hip-ip command. 

C. Navigate to the network-interface configuration element and run the remove-telnet-ip command. 

D. Navigate to the network-interface configuration element and run the remove-hip-ip command. 

E. Navigate to the phy-interface configurationelement and run the remove-telnet-ip command. 

Correct Answer: AC 

 

QUESTION 15

From which Session Border Controller node in a high availability (HA) pair, could a network administrator trigger a
system switchover manually by issuing the notify berpd force command? 

A. Secondary only 

B. Active node that no longer has a heartbeat 

C. Standby only 

D. Active only 

E. Standby orActive 

Correct Answer: D 
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