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QUESTION 1

Refer to the exhibit. 

The Lakeside Company has the internetwork in the exhibit. The administrator would like to reduce the size of the routing
table on the Central router. Which partial routing table entry in the Central router represents a route summary that
represents the LANs in Phoenix but no additional subnets? 

A. 10.0.0.0/22 is subnetted, 1 subnets D 10.0.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

B. 10.0.0.0/28 is subnetted, 1 subnets D 10.2.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

C. 10.0.0.0/30 is subnetted, 1 subnets D 10.2.2.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

D. 10.0.0.0/22 is subnetted, 1 subnets D 10.4.0.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

E. 10.0.0.0/28 is subnetted, 1 subnets D 10.4.4.0 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

F. 10.0.0.0/30 is subnetted, 1 subnets D 10.4.4.4 [90/20514560] via 10.2.0.2, 6w0d, Serial0/1 

Correct Answer: D 

The 10.4.0.0/22 route includes 10.4.0.0/24, 10.4.1.0/24, 10.4.2.0/24 and 10.4.3.0/24 networks only. 

 

QUESTION 2

Which command can you enter to route all traffic that is destined for 192.168.0.0/20 to a specific interface? 
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A. router(config)#ip route 192.168.0.0 255.255.240.0 GigabitEthernet0/1 

B. router(config)#ip route 0.0.0.0 255.255.255.0 GigabitEthernet0/1 

C. router(config)#ip route 0.0.0.0 0.0.0.0 GigabitEthernet0/1 

D. router(config)#ip route 192.168.0.0 255.255.255.0 GigabitEthernet0/1 

Correct Answer: A 

 

QUESTION 3

Which two are features of IPv6? (Choose two.) 

A. anycast 

B. broadcast 

C. multicast 

D. podcast 

E. allcast 

Correct Answer: AC 

IPv6 addresses are classified by the primary addressing and routing methodologies common in networking: unicast
addressing, anycast addressing, and multicast addressing. A unicast address identifies a single network interface. The
Internet Protocol delivers packets sent to a unicast address to that specific interface. 

An anycast address is assigned to a group of interfaces, usually belonging to different nodes. A packet sent to an
anycast address is delivered to just one of the member interfaces, typically the nearest host, according to the routing 

protocol\\'s definition of distance. Anycast addresses cannot be identified easily, they have the same format as unicast
addresses, and differ only by their presence in the network at multiple points. Almost any unicast address can be
employed as an anycast address. A multicast address is also used by multiple hosts, which acquire the multicast
address destination by participating in the multicast distribution protocol among the network routers. A packet that is
sent to a multicast address is delivered to 

all interfaces that have joined the corresponding multicast group. 

 

QUESTION 4

Refer to the exhibit. 
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A new subnet with 60 hosts has been added to the network. Which subnet address should this network use to provide
enough usable addresses while wasting the fewest addresses? 

A. 192.168.1.56/26 

B. 192.168.1.56/27 

C. 192.168.1.64/26 

D. 192.168.1.64/27 

Correct Answer: C 

A subnet with 60 host is 2*2*2*2*2*2 = 64 -2 == 62 6 bits needed for hosts part. Therefore subnet bits are 2 bits (8-6) in
fourth octet. 8bits+ 8bits+ 8bits + 2bits = /26 /26 bits subnet is 24bits + 11000000 = 24bits + 192 256 ?192 = 64 0 -63 64
?127 

 

QUESTION 5

Which command can you enter to configure a local username with an encrypted password and EXEC mode user
privileges? 

A. Router(config)#username jdone privilege 1 password 7 08314D5D1A48 

B. Router(config)#username jdone privilege 1 password 7 PASSWORD1 

C. Router(config)#username jdone privilege 15 password 0 08314D5D1A48 

D. Router(config)#username jdone privilege 15 password 0 PASSWORD1 

Correct Answer: A 

 

QUESTION 6

SIMULATION

Central Florida Widgets recently installed a new router in their office. Complete the network installation by performing
the initial router configurations and configuring R1PV2 routing using the router command line interface (CLI) on the RC.

Configure the router per the following requirements:

Name of the router is R2
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Enable. secret password is cisco

The password to access user EXEC mode using the console is cisco2

The password to allow telnet access to the router is cisco3

IPV4 addresses must be configured as follows:

Ethernet network 209.165.201.0/27 - router has fourth assignable host address in subnet

Serial network is 192.0.2.176/28 - router has last assignable host address in the subnet.

Interfaces should be enabled.

Router protocol is RIPV2

Attention:

In practical examinations, please note the following, the actual information will prevail.

1. Name or the router is xxx

2. Enable. secret password is xxx

3. Password In access user EXEC mode using the console is xxx

4. The password to allow telnet access to the router is xxx

5. IP information

Correct Answer: 

Router>enable

Router#config terminal

Router(config)#hostname R2

R2(config)#enable secret Cisco 1

R2(config)#line console 0

R2(config-line)#password Cisco 2

R2(config-line)#exit

R2(config)#line vty 0 4
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R2(config-line)#password Cisco 3

R2(config-line)#login

R2(config-line)#exit

R2(config)#interface faO/0

R2(config-if)#ip address 209.165.201.4 255.255.255.224

R2(config)#interface s0/0/0

R2(config-if)#ip address 192.0.2.190 255.255.255.240

R2(config-if)#no shutdown

R2(config-if)#exit

R2(config)#router rip

R2(config-router)#version 2

R2(config-router)#network 209.165.201.0

R2(config-router)#network 192.0.2.176

R2(config-router)#end

R2#copy run start

 

QUESTION 7

Which commands are required to properly configure a router to run OSPF and to add network 192.168.16.0/24 to OSPF
area 0? (Choose two.) 

A. Router(config)# router ospf 0 

B. Router(config)# router ospf 1 

C. Router(config)# router ospf area 0 

D. Router(config-router)# network 192.168.16.0 0.0.0.255 0 

E. Router(config-router)# network 192.168.16.0 0.0.0.255 area 0 

F. Router(config-router)# network 192.168.16.0 255.255.255.0 area 0 

Correct Answer: BE 

In the router ospf command, the ranges from 1 to 65535 so o is an invalid number -> but 

To configure OSPF, we need a wildcard in the "network" statement, not a subnet mask. We also need to assgin an area
to this process ->. 
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QUESTION 8

What can be done to secure the virtual terminal interfaces on a router? (Choose two.) 

A. Administratively shut down the interface. 

B. Physically secure the interface. 

C. Create an access list and apply it to the virtual terminal interfaces with the access-group command. 

D. Configure a virtual terminal password and login process. 

E. Enter an access list and apply it to the virtual terminal interfaces using the access-class command. 

Correct Answer: DE 

It is a waste to administratively shut down the interface. Moreover, someone can still access the virtual terminal
interfaces via other interfaces -> We cannot physically secure a virtual interface because it is "virtual" ->. 

To apply an access list to a virtual terminal interface we must use the "access-class" command. The "access-group"
command is only used to apply an access list to a physical interface -> C is not correct. The most simple way to secure
the 

virtual terminal interface is to configure a username and password to prevent unauthorized login. 

 

QUESTION 9

Which statement describes the process ID that is used to run OSPF on a router? 

A. It is globally significant and is used to represent the AS number. 

B. It is locally significant and is used to identify an instance of the OSPF database. 

C. It is globally significant and is used to identify OSPF stub areas. 

D. It is locally significant and must be the same throughout an area. 

Correct Answer: B 

The Process ID for OSPF on a router is only locally significant and you can use the same number on each router, or
each router can have a different number-it just doesn\\'t matter. The numbers you can use are from 1 to 65,535. Don\\'t
get this confused with area numbers, which can be from 0 to 4.2 billion. 

 

QUESTION 10

DRAG DROP 

Drag each definition on the left to the matching term on the right. 

Select and Place: 
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Correct Answer: 

 

 

QUESTION 11

What are three features of the IPv6 protocol? (Choose three.) 

A. optional IPsec 

B. autoconfiguration 

C. no broadcasts 

D. complicated header 

E. plug-and-play 

F. checksums 

Correct Answer: BCE 
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An important feature of IPv6 is that it allows plug and play option to the network devices by allowing them to configure
themselves independently. It is possible to plug a node into an IPv6 network without requiring any human intervention.
This feature was critical to allow network connectivity to an increasing number of mobile devices. This is accomplished
by autoconfiguration. IPv6 does not implement traditional IP broadcast, i.e. the transmission of a packet to all hosts on
the attached link using a special broadcast address, and therefore does not define broadcast addresses. In IPv6, the
same result can be achieved by sending a packet to the link-local all nodes multicast group at address ff02::1, which is
analogous to IPv4 multicast to address 224.0.0.1. 

 

QUESTION 12

Which IEEE standard protocol is initiated as a result of successful DTP completion in a switch over Fast Ethernet? 

A. 802.3ad 

B. 802.1w 

C. 802.1D 

D. 802.1Q 

Correct Answer: D 

Dynamic Trunking Protocol (DTP) is a Cisco proprietary protocol for negotiating trunking on a link between two devices
and for negotiating the type of trunking encapsulation (802.1Q) to be used. 
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