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QUESTION 1

One of the two members of a device group has been decommissioned. The BIG-IP Administrator tries to delete the
device group, but is unsuccessful. Prior to removing the device group, which action should be performed? 

A. Disable the device group 

B. Remove all members from the device group 

C. Remove the decommissioned device from the device group 

D. Make sure all members of the device group are in sync 

Correct Answer: B 

 

 

QUESTION 2

A BIG-IP Administrator needs to install a HotFix on a standalone BIG-IP device, which has HD1.1 as the Active Boot
Location. The BIG-IP Administrator has already re-activated the license and created an UCS archive of the
configuration. In which sequence should the BIG-IP Administrator perform the remaining steps? 

A. Install HotFix in HD 1.1, Reboot the BIG-IP device. Install UCS Archive 

B. Install HotFix in HO 1.2, Install base Image in HD 1.2, Activate HD1.2 

C. Install base Image in HD1.2, Install HotFix in HD1.2, Activate HD 1.2 

D. Activate HD 1.2, Install base image in HD 1.2. Install HotFix in HD 1.2 

Correct Answer: C 

 

QUESTION 3

A BIG-IP Administrator plans to resolve a non-critical issue with a BIG-IP device in 2 weeks. What Severity level should
be assigned to this type of F5 support ticket? 

A. 4 

B. 2 

C. 3 

D. 1 

Correct Answer: A 

 

QUESTION 4
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A BIG-IP Administrator uses a device group to share the workload and needs to perform service on a BIG-IP device
currently active for a traffic group. The administrator needs to enable the traffic group to run on another BIG-IP device in
the device group. What should the administrator do to meet the requirement? 

A. Create a new Traffic Group and then fail to Standby Unit 

B. Select Traffic Group and then select Failover 

C. Select Traffic Group and then select Force to Standby 

D. Select Traffic Group on Primary Unit and then select Demote 

Correct Answer: C 

 

QUESTION 5

Administrative user accounts have been defined on the remote LDAP server and are unable to log in to the BIG-IP
device. Which log file should the BIG-IP Administrator check to find the related messages? 

A. /var/log/secure 

B. /var/log/messages 

C. /Nar/log/ltm 

D. /var/log/user.log 

Correct Answer: A  

 

QUESTION 6

The BIG-IP Administrator needs to perform a BIG-IP device upgrade to the latest version of TMOS. Where can the
administrator obtain F5 documentation on upgrade requirements? 

A. AskF5 

B. DevCentral 

C. Bug Tracker 

D. iHealth 

Correct Answer: A 

 

QUESTION 7

Refer to the exhibit. 
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The BIG-IP Administrator has modified an iRule on one device of an HA pair. The BIG-IP Administrator notices there is
NO traffic on the BIG-IP device in which they are logged into. What should the BIG-IP Administrator do to verify if the
iRule works correctly? 

A. Push configuration from this device to the group and start to monitor traffic on this device 

B. Pull configuration to this device to the cluster and start to monitor traffic on this device 

C. Log in to the other device in the cluster, push configuration from it, and start to monitor traffic on that device 

D. Log in to the other device in the cluster, pull configuration to it, and start to monitor traffic on that device 

Correct Answer: D 

The device in the picture is a standby machine, of course there is no traffic, you need to log in to the host, and then pull
the configuration to the host. 

 

QUESTION 8

A site has six members in a pool. All of the servers have been designed, built, and configured with the same
applications. It is known that each client\\'s interactions vary significantly and can affect the performance of the servers.
If traffic should be sent to all members on a regular basis, which loadbalancing mode is most effective if the goal is to
maintain a relatively even load across all servers? 

A. Ratio 

B. Priority 

C. Observed 

D. Round Robin 

Correct Answer: C 

 

 

QUESTION 9

Refer to the exhibit. 
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A BIG-IP Administrator creates a new Virtual Server. The end user is unable to access the page. During
troubleshooting, the administrator learns that the connection between the BIG-IP system and server is NOT set up
correctly. What should the administrator do to solve this issue? 

A. Disable Address Translation 

B. Set Address Translation to Auto Map, configure a SNAT pool, and have pool members in the same subnet of the
servers 

C. Set Address Translation to SNAT and configure a specific translation address 

D. Set Address Translation to SNAT and have self-IP configured in the same subnet of servers 

Correct Answer: C 

The status of the pool can be seen that the members are all up, indicating that the network from F5 to the server is no
problem, so there is no need to configure selfip on the same subnet. The monitor is normal but the access is not normal,
you have to consider the problem of snat, you can configure automap or configure snat and specify snat ip. 

 

QUESTION 10

Which statement accurately describes the difference between two loadbalancing modes specified as "member" and
"node"? 
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A. There is no difference; the two terms are referenced for backward compatibility purposes. 

B. When the loadbalancing choice references "node", priority group activation is unavailable. 

C. Loadbalancing options referencing "nodes" are available only when the pool members are defined for the "any" port. 

D. When the loadbalancing choice references "node", the addresses\\' parameters are used to make the loadbalancing
choice rather than the member\\'s parameters. 

Correct Answer: B 

 

QUESTION 11

A 8IG-IP device is replaced with an RMA device. The BIG-IP Administrator renews the license and tries to restore the
configuration from a previously generated UCS archive on the RMA device. The device configuration is NOT fully
loading. What is causing the configuration load to fail? 

A. The Device Group is NOT configured for Full Sync. 

B. The US does NOT contain the full config 

C. The clock is NOT set correctly 

D. The Master Key is NOT restored 

Correct Answer: D 

 

QUESTION 12

A BIG-IP Administrator is informed that traffic on Interface 1.1 is expected to increase over the maximum bandwidth
capacity on the link. There is a single VLAN on the Interface. What should the 8IG-IP Administrator do to increase the
total available bandwidth? 

A. Assign two Interfaces to the VLAN 

B. Set the media speed of Interface 1.1 manually 

C. Create a trunk object with two Interfaces 

D. Increase the MTU on the VLAN using Interface 1.1 

Correct Answer: C 

 

QUESTION 13

A BIG-IP Administrator opens a case with F5 Support. The support engineer requests the BIG-IP appliance chassis
serial number. 

Which TMSH command will provide this information? 

A. . list /sys software 
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B. show /sys version 

C. list/sys diags 

D. show /sys hardware 

Correct Answer: D 

 

 

QUESTION 14

A BIG-IP Administrator is configuring an SSH Pool with five members. 

Which Health Monitor should be applied to ensure that available pool members are monitored accordingly? 

A. https 

B. udp 

C. http 

D. tcp 

Correct Answer: D 

 

 

QUESTION 15

New Syslog servers have been deployed in an organization. The BIG-IP Administrator must reconfigure the BIG-IP
system to send log messages to these servers. 

In which location in the Configuration Utility can the BIG-IP Administrator make the needed configuration changes to
accomplish this? 

A. System > Logs > Configuration 

B. System > Configuration > Local Traffic 

C. System > Logs > Audit 

D. System > Configuration > Device 

Correct Answer: A 
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