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QUESTION 1

Which two AVPs will be sent by the GGSN within the CCR request when an update PDP request with IEs: NSAPI value
6, and Linked NSAPI value 5 is received? (Choose two.) 

A. Called-Station-ID 

B. Used-Service-Unit 

C. Bearer-ID 

D. Requested-Service-Unit 

E. Bearer-Operation= Modification 

Correct Answer: AC 

 

 

QUESTION 2

Which option provides a secure connection between two endpoints as it encapsulates the IP payload? 

A. transport mode IPsec 

B. GRE 

C. Internet Key Exchange security association 

D. L2TP 

Correct Answer: A 

 

 

QUESTION 3

Which option describes how DNS snooping is used on the Cisco ASR 5000? 

A. DNS snooping allows the Cisco ASR 5000 to snoop DNS query packets and compare against known DNS
responses. If a match is found, the Cisco ASR 5000 replies to the query itself instead of forwarding the query to the
destination DNS server. 

B. DNS snooping allows the Cisco ASR 5000 to detect if a DNS response sent back to a subscriber is valid. If the
response is invalid, the Cisco ASR 5000 drops the packet. 

C. DNS snooping allows the Cisco ASR 5000 to enable set of dynamic IP rules to be installed based on the response to
DNS queries sent by a subscriber that matches a configured domain rule definition. Dynamic IP rules are created for
these IP entries within the same rule that has the domain name, which applies the same charging action to these
dynamic rules. 
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D. DNS snooping allows the Cisco ASR 5000 to enable set of dynamic domain rules to be installed based on the
response to DNS queries sent by a subscriber that matches a configured domain rule definition. Dynamic domain rules
are created for the DNS responses within the same rule that has the domain name, which applies the same charging
action to these dynamic rules. 

Correct Answer: C 

 

 

QUESTION 4

Select and Place: 

Correct Answer: 

 

 

QUESTION 5
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Which statement describes HTTP header enrichment and its uses? 

A. HTTP header enrichment allows the operator to define a policy that inserts x-header fields into HTTP POST or GET
request packets to provide specific subscriber information such as IMSI or MSISDN to the HTTP server without
changing the protocol. 

B. HTTP header enrichment is the process that allows HTTP headers to be compressed for optimal transfer across the
network. 

C. HTTP header enrichment allows the operator to define a policy that detects the HTTP packet that requires header
enrichment. If a match occurs, the policy drops the packet, modifies the packet inline with quality of service definitions,
or creates a log message and forwards the packet unmodified. 

D. HTTP header enrichment is the process in which a HTTP packet is analyzed for missing or partial header fields. If
missing fields are detected or incomplete, the Cisco ASR 5000 can then take action to insert a new header, repair an
existing header, create a log entry, and forward the packet. 

Correct Answer: A 

 

 

QUESTION 6

Which two nodes are introduced as part of UMTS as defined by 3GPP standards? (Choose two.) 

A. SGSN 

B. GGSN 

C. RNC 

D. VLR 

E. NodeB 

F. VLR 

Correct Answer: CE 

 

 

QUESTION 7

Your company is adding additional subscriber IP network ranges and requires many-to-one NAT to be configured on the
Cisco ASR 5000 for the subscriber IP network 10.11.23.0/24. The public IP range is 172.20.21.20 172.20.21.110, and
each IP has no more than 100 subscribers. Which configuration option accomplishes this task? 

A. active-charging service ACS_ACME access-ruledef apn_cisco ip src-address = 10.11.23.0/24 fw-and-nat policy
base_1 access-rule priority 1 access-ruledef apn_cisco permit nat-realm nat_pool1 nat policy nat-required default-nat-
realm nat_pool1 rulebase acme_rulebase fw-and-nat default-policy base_1 context cisco ip pool nat_pool1 range
172.20.21.20 172.20.21.110 napt-users-per-ip-address 100 

B. active-charging service ACS_ACME access-ruledef apn_cisco ip src-address = 10.11.0.0/16 fw-and-nat policy
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base_1 access-rule priority 1 access-ruledef apn_cisco permit nat-realm nat_pool1 nat policy nat-required default-nat-
realm nat_pool1 rulebase acme_rulebase fw-and-nat default-policy base_1 context cisco ip pool nat_pool1 range
172.20.21.20 172.20.21.110 napt-users-per-ip-address 1000 

C. active-charging service ACS_ACME access-ruledef apn_cisco ip src-address = 10.11.23.0/24 nat-and-pat policy
nat_1 access-rule priority 1 access-ruledef apn_cisco permit nat-realm nat_pool1 nat policy nat-required default-nat-
realm nat_pool1 context cisco ip pool nat_pool1 range 172.20.21.20 172.20.21.29 napt-users-per-ip-address 100 

D. active-charging service ACS_ACME access-ruledef apn_cisco ip src-address = 10.11.23.0/24 fw-and-nat policy
base_1 access-rule priority 1 access-ruledef apn_cisco permit nat-realm nat_pool1 nat policy nat-required default-nat-
realm nat_pool1 rulebase acme_rulebase fw-and-nat default-policy base_1 context cisco ip pool nat_pool1 range
172.20.21.20 172.20.21.29 napt-users-per-ip-address 100 

Correct Answer: A 

 

 

QUESTION 8

Select and Place: 

Correct Answer: 
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QUESTION 9

Which description of a smurf attack is true? 

A. A smurf attack is an attack in which small TCP packets are sent toward a server from thousands of subscribers,
which causes the server network buffer to overflow and drop packets and results in a denial of service. 

B. A smurf attack is an attack in which the attacker sends ICMP echo request packets using a spoofed source IP
address destined to remote network broadcast addresses, which results in all recipients replying back to the spoofed
source IP address in an attempt to cause a denial of service to the targeted spoofed IP address. 

C. A smurf attack is an attack in which the attacker sends UDP echo packets using a spoofed source IP address
destined to remote network broadcast addresses, which results in all recipients replying back to the spoofed source IP
address in an attempt to cause a denial of service to the targeted spoofed IP address. 

D. A smurf attack is an attack in which the attacker attempts to change the TCP MSS value to a small value for all TCP
flows destined to the target device, which results in many small packets having to be processed by the target, which
causes buffer overflows and denial of service. 

Correct Answer: B 

 

 

QUESTION 10

Select and Place: 
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Correct Answer: 

 

 

QUESTION 11

In which three ways can a GTPv2 tunnel in each node of the UMTS/LTE network be identified? (Choose three.) 

A. TEID 

B. IP address 

C. UDP port number 

D. sequence number 

E. negotiated QoS per PDP 

F. negotiated QoS per PDN 

Correct Answer: ABC 

 

 

QUESTION 12

What layer of the OSI model does the BSSAP+ protocol map to? 

A. Data link layer 

Latest 600-210 Dumps | 600-210 PDF Dumps | 600-210 VCE Dumps                              7 / 10

https://www.certbus.com/600-210.html
https://www.certbus.com/600-210.html
https://www.certbus.com/600-210.html


https://www.certbus.com/600-210.html
2023 Latest certbus 600-210 PDF and VCE dumps Download

B. Network layer 

C. Transport layer D. Application layer 

Correct Answer: D 

 

 

QUESTION 13

Which interface in the UMTS doamin uses the BSSAP+ layer? 

A. Gs 

B. Gr 

C. Ge 

D. Ga 

Correct Answer: A 

 

 

QUESTION 14

Select and Place: 

Correct Answer: 
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QUESTION 15

Which action does an S4-SGSN take when it receives a secondary PDP context request from the UE? 

A. A bearer resource command is sent to the SGW. 

B. A create bearer request is sent to the SGW. 

C. A create session request is sent to the SGW. 

D. A create PDP context request is sent to the SGW. 

Correct Answer: A 
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