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QUESTION 1

What is offered through the Network Strategy and Planning Services? 

A. Trouble shooting best practices 

B. Aligned strategy and initiative roadmap services 

C. Network Functions Virtualization Readiness Workshop 

D. Cloud Networking Return On Investment 

Correct Answer: B 

 

QUESTION 2

A network architect has collected data on link utilization. When analyzing link utilization, what is the general guideline? 

A. You upgrade a link that is often used at more than 50 percent utilization 

B. You upgrade a link when it reaches 100 percent utilization 

C. You upgrade a link if it sometimes peaks at more than 50 percent utilization 

D. You upgrade a link when it reaches 25 to 30 percent utilization 

Correct Answer: A 

 

QUESTION 3

A network architect is explaining the differences between deploying two switches in an HP Intelligent Resiliency
Framework (IRF) virtual switch and deploying two switches that implement standard Virtual Routing Redundancy
Protocol (VRRP). Which statement correctly describes an advantage of IRF? 

A. IRF failover occurs in 3 to 4 seconds, whereas VRPF failover occurs in 10 or more seconds 

B. Unlike VRRP, which requires as least two addresses to be listed. Dynamic Host Configuration Protocol (DHCP)
scopes list a single IP address for the default gateway 

C. The IRF virtual switch runs a separate routing in each member, which enhances the redundancy and reliability of the
overall solution 

D. Multiple IRF members can actively route traffic for the same subnet and use the same IP address and routing control
plane 

Correct Answer: D 

 

QUESTION 4
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A network architect is planning an update of the server access layer in a data center. Currently, the access layer
switches have 10G links to distribution layer switches. In the new solution, HP 5930 Switches act as top of rack (ToR)
switches with 40G links to core switches. 

Which factor must the network architect consider when designing solution? 

A. Whether the data center cabling provides enough fiber strands to the racks to support the 40G links 

B. Whether the new switches 40G transceivers are on the chassis front or back, the transceivers must be on the same
side as servers air outtakes 

C. Whether the servers connecting to the new switches use Ethernet Virtual Bridging (EVB)/Virtual Ethernet Port
Aggregate (VEPA), which is not compatible with 40G 

D. Whether the servers connecting to the new switches have NICs that support Converged Enhanced Ethernet (CEE) 

Correct Answer: A 

 

QUESTION 5

Refer to the exhibit. 

A network architect is proposing an HP 6600 series router at the core of this enterprise customer network. The router
runs Border Gateway Protocol (BGP) and announces the customer networks to the internet service provider (ISP). The
router also runs Open Shortest Path First (OSPF) to communicate with the rest of the customer network. 

What is an appropriate method for the HP 6604 router to advertise routes to the internet to the other routing switches? 

A. The route should redistribute BGP routes OSPF. Areas 1 and 2 should be configured as stub areas to filter out the
external routes 

B. The router should advertise BGP routes into OSPF but filter out all routes except the private network that belongs to

Latest HP0-Y50 Dumps | HP0-Y50 PDF Dumps | HP0-Y50 VCE Dumps                              3 / 11

https://www.certbus.com/HP0-Y50.html
https://www.certbus.com/HP0-Y50.html
https://www.certbus.com/HP0-Y50.html


https://www.certbus.com/HP0-Y50.html
2023 Latest certbus HP0-Y50 PDF and VCE dumps Download

the customer 

C. The router should redistribute BGP routes into OSPF. The Area Border Routes (ABRs) should summarize those
routes for advertisement in areas 1 and 2 

D. The router should advertise a default route as an Autonomous System Router (ASBR) summary to the other routing
devices in area 0 

Correct Answer: D 

 

QUESTION 6

A customer requires high availability for wireless services at branches. The customer also wants to centralize
management and traffic distribution as much as possible. What should the architect suggest? 

A. Controlling branch APs with one or more HP 7500/10500 20G Wired-WLAN at the main office and enabling remote-
AP features 

B. Controlling branch APs with a cluster of HP 830 Unified Wired-WLAN switches, one of which is deployed at the main
office and one of which is deployed at the branch 

C. Deploying the APs without a controller but managing them with HP Intelligent Management Center (IMC) Wireless
Services Manager (WSM) 

D. Controlling Branch APs with two HP 830 Unified Wired-WLAN switches, which are deployed at the main office 

Correct Answer: D 

 

QUESTION 7

Refer to the exhibit. 
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The branch routers have E1 lines into the Frame Relay Service provider network. The exhibit shows just one branch,
but the network actually has 30 branches. The HP 6600 Series routers, which are the area border routers (ABRs), have
E2 

lines into the Frame Relay network. 

The routers in the exhibit Open Shortest Path First (OSPF). The enable OSPF on network follows: 

In area 2, OSPF is enabled on network 10.2.0.0/16 In area 0, OSPF is enabled on network 10.0.0.0/16 

The customer requires resilience at the WAN core. Which design change best supports that requirement? 

A. Add additional links from the HP 6600 Series routers to the WAN 

B. On each branch router, add a floating static route to one of the ABRs in case the OSPF solution fails 

C. Add a Gigabit link between the HP 6600 Series router with a network in area 0 and area 2. 

D. At each branch, add a redundant link between the switch and the router 

Correct Answer: B 

 

QUESTION 8

A network architect is choosing fabric module for an HP 10500 Series Switch. Which factors affect the choice? 

A. The environment in which the switch will be installed and the direction of the airflow 

B. The number of IPv4 and IPv6 routes that the switch must support in its routing table 
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C. The type of I/O modules and whether full bandwidth must be supported on all ports at the same time 

D. The type of management modules and whether these modules operate in hot-standby mode 

Correct Answer: C 

 

QUESTION 9

Refer to the exhibit. 

A network architect is proposing this solution to a customer. The customer network manager has a preference for Cisco
VLAN Spanning Tree Plus (PVST+) because this protocol provides for fast convergence when a link fails and also
provides per-VLAN load- sharing over links. 

How would the network architect explain why the solution fits these requirements? 

A. The MSTP component of the solution fulfills the same needs as PVST+ MSTP simply balances traffic per instance
rather than per-VLAN 

B. The redundant links between the switches are protected by MSTP and the built-in loop guard on HP-3800 switches.
MSTP provides load-sharing and loop guard provides resiliency 

C. The solution as shown provides the same load-sharing benefits as PVST+. To achieve the same resiliency benefits,
the architect can add smart link to the meshed stack 

D. The link aggregation between tiers provide even better resiliency and load-sharing than PVST+ while MSTP protects
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against accidental loops 

Correct Answer: D 

 

QUESTION 10

A company has several branch offers, each of which has four VLANs: one for employees, one for guests, one for
network infrastructure local services. At each office, a VLAN has a maximum of 200 endpoints. Each branch office
represents one Open Shortest path First (OSP) architect has created the plan shown in the exhibit for IP addressing.
What is a potential disadvantage of this design? 

A. The subnets are large enough to accommodate fewer endpoints. But not large enough to accommodate 200 end
points 

B. It makes it more complicated for the company to add subnets to branches in the future. 

C. The scheme uses private network addressing space, which is not permitted for use with OSPF. 

D. The address blocks do not provide enough IP addresses for the devices currently at each branch. 

Correct Answer: B 

 

QUESTION 11

A customer requires high availability, so the network architect is planning two area border (ABRs) for each non-
backbone area in the Open Shortest Path First (OSPF) solution. What ensures a loop-free routing environment that
meets the customer needs? 

A. All ABRs have at least one interface in area 0, and that interface has an IP address that is outside of the range of any
summaries for area 0 

B. Each ABR in an area advertises the same summary routes for the area, and each ABR has a null route that matches
those summaries 

C. Only one ABR advertise a summary route for each area. For areas with multiple ABRs, each area can include two
summaries ranges, and each ABR is configured with one of those ranges 

D. All ABRs in an area apply consistent path costs for their summary routes 

Correct Answer: A 
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QUESTION 12

Which description best characterizes current trends in deploying services for an enterprise solution? 

A. Companies are transforming their campus LAN and data counters into one large Layer 2 network. 

B. Companies are connecting multiple suites together but distributing services to each site to increase resiliency and
responsiveness 

C. Companies are moving services out of the private cloud into more responsive pods that are distributed throughout
the campus LAN 

D. Companies are centralising services in a consolidated data center or even a highly scalable private cloud 

Correct Answer: D 

 

QUESTION 13

A customer prefers fixed-port switches at the campus access layer. The network architect wants to propose access
layer switches simplifying network architecture and network management. 

Which technologies should the network architect consider? (Select two.) 

A. Multiple Protocol Label Switching (MPLS) 

B. Virtual Routing and Forwarding (VRF) 

C. Intelligent Resilient Framework (IRF) 

D. Backplane stacking 

E. Net Stream 

Correct Answer: CD 

 

QUESTION 14

HOTSPOT 

The network architect is designing an Open Shortest Path First (OSPF) solution and plans to run OSPF on each of the
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VLAN in switches. Based on the practices, which interface or interfaces should the network architect plan the features
on? 

Hot Area: 

Correct Answer: 

 

 

QUESTION 15

The customer plans to connect 40 Voice over IP (VoIP) phones and 8 security cameras to a switch: 

The VoIP phones are Class 2 devices and require a maximum of 4.5W (draw 5w) The security cameras are Class 4
devices and require a maximum of 17W (draw 20W) The network architect is proposinga switch that supports PoE and
PoE + and has a PoEPower budget of 370W. 

The architect proposes the usage from of power allocation. What are the advantages and disadvantages of this
proposal? 
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A. It allows the switch to run at a lower temperature, saving power and cooling costs, but it decreases the performance
for the phones. 

B. It allows the switch to connect to the PoE and PoE+ devices on cheaper copper cable, but it limits the distance
between the devices. 

C. It allows the switch to connect to the PoE and PoE + devices at the same time, but the customer must purchase a
redundant power supply. 

D. It allows the switch to support the PoE requirements without a redundant power supply, but power might be
oversubscribed if conditions change. 

Correct Answer: D 
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