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QUESTION 1

Refer to the exhibit. 

Which links can be combined in the same link aggregation? 

A. Links 3 and 4 

B. Links 3 and 5 

C. Links 3 and 6 

D. Links 4 and 6 

Correct Answer: A 

 

 

QUESTION 2

A network administrator configures MSTP on an ArubaOS switch. The administrator wants to ensure that this switch is
always the root for instance 1. 

What should the administrator do to accomplish this? 
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A. Specify priority 15 for spanning tree instance 1. 

B. Specify spanning tree cost 0 on all switch ports that connect to other switches that use instance 1. 

C. Specify priority 0 for spanning tree instance 1. 

D. Specify spanning tree cost 15 on all switch ports that connect to other switches that use instance 1. 

Correct Answer: C 

 

QUESTION 3

How does a wireless network differ from a wired network? 

A. A wireless network is a shared medium, while a modern wired network typically works in full-duplex mode. 

B. A wireless network is inherently more secure than a wired network. 

C. A wireless network does not use source and destination MAC addresses, but a wired network does. 

D. A wireless network does not support encryption, unlike a wired network, which can support encryption. 

Correct Answer: A 

 

QUESTION 4

What is a valid setup for a Virtual Switching Framework (VSF) fabric? 

A. one 5406R zl2 switch as commander and one 5412R zl2 switch as a standby member 

B. one 5412R zl2 switch as commander and two 5406R zl2 switches as standby members 

C. one 5406R zl2 switch as commander and two 5412R zl2 switches as standby members 

D. one 5412R zl2 switch as commander and one 5412R zl2 switch as a standby member 

Correct Answer: D 

 

QUESTION 5

Refer to the exhibit. 
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Based on the exhibit, what is the problem? 

A. An issue causes the spanning tree to converge and re-converge again and again. 

B. Interface 25 on Switch-1 is incorrectly configured as an STP edge port and cause a loop to occur. 

C. Interface 25 on Switch-1 does not support the correct VLANs and prevents the interface from receiving the correct
STP role. 

D. Switch-1 and another switch are configured with the same spanning tree priority and cause the root election to occur
again and again. 

Correct Answer: A 

 

QUESTION 6

Refer to the exhibit. 

HPE6-A41 VCE Dumps | HPE6-A41 Study Guide | HPE6-A41 Braindumps                              4 / 11

https://www.certbus.com/hpe6-a41.html
https://www.certbus.com/hpe6-a41.html
https://www.certbus.com/hpe6-a41.html


https://www.certbus.com/hpe6-a41.html
2023 Latest certbus HPE6-A41 PDF and VCE dumps Download

A network administrator wants to set up a link aggregation between two switches, as shown in the exhibit. The link
aggregation must meet these requirements: 

Protects against misconfiguration Can be configured with VLANs and other settings Which type of link aggregation
should the administrator create? 

A. dynamic LACP 

B. static LACP 

C. manual (trunk) 

D. distributed (trunk) 

Correct Answer: B 
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QUESTION 7

Which security options for a WLAN can authenticate either the computer or the user? 

A. Open with MAC authentication 

B. MAC authentication with WPA2 Enterprise (802.1X) fail-thru 

C. Personal (preshared key) authentication with WEP 

D. Personal (preshared key) authentication with WPA2 

Correct Answer: B 

 

QUESTION 8

What does the traceroute command that is entered on an ArubaOS switch identify? 

A. each physical device between the switch and a destination 

B. the path to each router connected to the switch 

C. each Layer 3 device between the switch and a destination 

D. debug output tracing entries to the routing table 

Correct Answer: C 

 

QUESTION 9

How does a switch treat a link aggregation? 

A. The switch treats the link aggregation as one logical link for spanning tree, but it learns MAC addresses separately on
each individual interface within the aggregation. 

B. The switch treats the link aggregation as one logical link. It assigns one spanning tree port role to the link
aggregation, and it learns MAC addresses on the aggregation. 

C. The switch treats the link aggregation as one logical link for MAC learning, but it assigns an individual spanning tree
port role to each interface within the aggregation. 

D. The switch treats each interface within the interface as a separate entity for MAC address learning; it also assigns an
individual spanning tree port role to each interface. 

Correct Answer: B 

 

QUESTION 10

Refer to the exhibit. 
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Which feature should the network administrator configure on the Virtual Switching Framework (VSF) fabric to prevent
issues if Links 1 and 2 fail? 

A. Graceful OSPF (non-stop forwarding) 

B. Multi-Active Detection (MAD) 

C. Distributed trunking 

D. Virtual Router Redundancy Protocol (VRRP) 

Correct Answer: B 

 

QUESTION 11

Refer to the exhibit. 
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Based on the topology shown in the exhibit, which symptom does a network administrator see if the ArubaOS switches
are in their factory default states? 

A. Ports places in a blocking state 

B. Mislearned MAC addresses 

C. TTL expired in transit 

D. Layer 3 loop 

Correct Answer: D 
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QUESTION 12

What is one benefit that Aruba AirWave can provide to a customer with ArubaOS switches? 

A. It can audit switch firmware (software) and automate updates. 

B. It can enable the switches to provide mobility controller functions for connected Instant APs (IAPs). 

C. It can provide centralized authentication and authorization for users who log in to the switch CLI. 

D. It can program the switches to dynamically adjust QoS settings to prioritize Skype for Business traffic. 

Correct Answer: A 

Reference: https://www.google.co.in/url? sa=tandrct=jandq=andesrc=sandsource=webandcd=1andved=0ahUKEwjKxO
ev5JfUAhXGLI8KHVYWDvEQFggnMAAand url=http%3A%2F%2Fwww.arubanetworks.com%2Fassets%2Fds%
2FDS_AW.pdfandusg=AFQjCNG2mDuwxsqBI8MHZoKPpteQmEJ71gandsig2=r3FEvyQVngpJKqQVzkIOAandcad=rja 

 

QUESTION 13

A network administrator needs to configure a static route. 

What should the administrator use as the next hop address? 

A. the lowest IP address on the neighboring router in the path towards its destination 

B. the IP address on the local interface that is used to egress traffic towards its destination 

C. the IP address of the default gateway in the destination subnet 

D. the IP address on the connected interface of a neighboring router in the path towards its destination 

Correct Answer: D 

 

QUESTION 14

A network administrator wants to form a cluster with several Aruba Instant APs. What is required to achieve this goal? 

A. All APs must be pre-configured with WLANs with the same SSID. 

B. All APs must be in the same regulatory domain. 

C. All APs must operate on the same radio channel. 

D. All APs must be the same model. 

Correct Answer: B 

 

QUESTION 15

Refer to the exhibit. 
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The switches in the exhibit are all ArubaOS switches that run MSTP. The network administrator wants all of the switch-
to-switch links shown in the exhibit to be available for forwarding routed traffic. 

What should the administrator do to accomplish this? 

A. Configure link-keepalive on the switch-to-switch ports. 

B. Configure links on a switch as a standard link aggregation. 

C. Configure the switch-to-switch ports as MSTP auto-edge ports. 

D. Configure BPDU filters on the switch-to-switch ports. 

Correct Answer: C 
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