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QUESTION 1

You must ensure that your Layer 2 traffic is secured on your SRX Series device in transparent mode. 

What must be considered when accomplishing this task? 

A. Layer 2 interfaces must use the ethernet-switchingprotocol family. 

B. Security policies are not supported when operating in transparent mode. 

C. Screens are not supported in your security zones with transparent mode. 

D. You must reboot your device after configuring transparent mode. 

Correct Answer: D 

 

QUESTION 2

Referring to the following output, which command would you enter in the CLI to produce this result?

 Ruleset Application Client-to-server Rate(bps) Server-to-client Rate(bps) 

http-App-QoS HTTP ftp-C2S 200 ftp-C2S 200 

http-App-QoS HTTP ftp-C2S 200 ftp-C2S 200 

ftp-App-QoS FTP ftp-C2S 100 ftp-C2S 100 

A. show class-of-service interface ge-2/1/0 

B. show interface flow-statistics ge-2/1/0 

C. show security flow statistics 

D. show class-of-service applications-traffic-control statistics rate-limiter 

Correct Answer: D 

 

QUESTION 3

You are asked to deploy a group VPN between various sites associated with your company. The gateway devices at the
remote locations are SRX240 devices. Which two statements about the new deployment are true? (Choose two.) 

A. The networks at the various sites must use NAT. 

B. The participating endpoints in the group VPN can belong to a chassis cluster. 

C. The networks at the various sites cannot use NAT. 

D. The participating endpoints in the group VPN cannot be part of a chassis cluster. 
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Correct Answer: CD 

 

QUESTION 4

You are asked to establish a baseline for your company\\'s network traffic to determine the bandwidth usage per
application. You want to undertake this task on the central SRX device that connects all segments together. What are
two ways to accomplish this goal? (Choose two.) 

A. Configure a mirror port on the SRX device to capture all traffic on a data collection server for further investigation. 

B. Use interface packet counters for all permitted and denied traffic and calculate the values using Junos scripts. 

C. Send SNMP traps with bandwidth usage to a central SNMP server. 

D. Enable AppTrack on the SRX device and configure a remote syslog server to receive AppTrack messages. 

Correct Answer: AD 

 

QUESTION 5

Click the Exhibit button. 

Referring to the exhibit, you notice that filter-based forwarding is not working. What is the reason for this behavior? 

Exhibit: 
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A. The RIB group is configured incorrectly. 

B. The routing policy is configured incorrectly. 

C. The routing instance is configured incorrectly. 

D. The default static routes are configured incorrectly. 

Correct Answer: C 

 

QUESTION 6

When configuring AutoVPN, which two actions are required for an administrator to establish communication from the
hub site to the spoke sites? (Choose two.) 

A. Configure the next hop tunnel binding (NHTB). 

B. Configure static routes from the hub to the spoke. 

C. Configure a dynamic routing protocol such as BGP, OSPF, or RIP on the tunnel interfaces. 

D. Create a multipoint secure tunnel interface on the hub device. 

Correct Answer: CD 

 

QUESTION 7

Click the Exhibit button. 

You have configured an IDP policy as shown in the exhibit. The configuration commits successfully. Which traffic will be
examined for attacks? 

Exhibit: 

JN0-633 PDF Dumps | JN0-633 Study Guide | JN0-633 Braindumps                              5 / 10

https://www.certbus.com/JN0-633.html
https://www.certbus.com/JN0-633.html
https://www.certbus.com/JN0-633.html


https://www.certbus.com/JN0-633.html
2023 Latest certbus JN0-633 PDF and VCE dumps Download

A. only originating traffic from source to destination in a session 

B. only reply traffic from destination to source in a session 

C. both originating and reply traffic between hosts in a session 

D. recommended traffic between the source and destination hosts 

Correct Answer: C 

 

QUESTION 8

You are asked to troubleshoot ongoing problems with IPsec tunnels and security policy processing. Your network
consists of SRX240s and SRX5600s. Regarding this scenario, which two statements are true? (Choose two.) 

A. You must enable data plane logging on the SRX240 devices to generate security policy logs. 

B. You must enable data plane logging on the SRX5600 devices to generate security policy logs. 

C. IKE logs are written to the kmd log file by default. 

D. IPsec logs are written to the kmd log file by default. 
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Correct Answer: BD 

 

QUESTION 9

Click the Exhibit button. 

Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:1.1.1.30/3389;6> matched filter MatchTraffic: Feb 2 09:00:02
09:00:00.1872004:CID-0:RT:packet [48] ipid = 5015, @423d7e9e Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:----
flow_process_pkt: (thd 1): flow_ctxt type 13, common flag Ox0, mbuf Ox423d7d00 Feb 2 09:00:02
09:00:00.1872004:CID-0:RT: flow process pak fast ifl 72 In_ifp fe-0/0/7.0 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:
fe-0/0/7.0:1.1.1.100/51303- >1.1.1.30/3389, top, flag 2 syn Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: find flow: table
Ox5258d7b0, hash 17008(Oxffff), sa 1.1.1.100, da 1.1.1.30, sp 51303, dp 3389, proto 6, tok 448 Feb 2 09:00:02
09:00:00.1872004:CID-0:RT: no session found, start first path. in_tunnel - 0, from_cp_flag - 0 Feb 2 09:00:02
09:00:00.1872004:CID-0:RT: flow_first_create_session Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: flow
first_in_dst_nat: in , out dst_adr 1.1.1.30, sp 51303, dp 3389 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: chose
interface fe-0/0/7.0 as incoming nat if. Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:flow_first_rule_dst_xlate: packet
1.1.1.100->1.1.1.30 nsp2 0.0.0.0->192.168.224.30. Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:flow_first_routing: call
flow_route_lookup() src_ip 1.1.1.100, x_dst_ip 192.168.224.30, in ifp fe-0/0/7.0, out ifp N/A sp 51303, dp 3389, ip_proto
6, tos 0 Feb 2 09:00:02 09:00:00.1872004:CID-O:RT:Doing DESTINATION addr route-lookup Feb 2 09:00:02
09:00:00.1872004:CID-0:RT: routed (x_dst_ip 192 168.224.30) from untrust (fe-0/0/7.0 in 0) to ge-0/0/0.0, Next-hop:
192.168.224.30 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: policy search from zone untrust-> zone trust Feb 2
09:00:02 09:00:00.1872004:CID-0:RT: policy has timeout 900 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: app 0,
timeout 1800s, curr ageout 20s Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:flow_first_src_xlate: src nat 0.0.0.0(51303)
to 192.168.224.30 (3389) returns status 1, rule/pool id 1/2. Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: dip id = 2/0,
1.1.1.100/51303->192.168.224.3/48810 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT: choose interface ge-0/0/0.0 as
outgoing phy if Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:is_loop_pak: No loop: on ifp: ge-0/0/0.0, addr:
192.168.224.30, rtt_idx:0 Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:sm_flow_interest_check: app_id 0, policy 9,
app_svc_en 0, flags Ox2. not interested Feb 2 09:00:02 09:00:00.1872004:CID-0:RT:sm_flow_interest_check: app_id 1,
policy 9, app_svc_en 0, flags Ox2. not interested Feb 2 09:00:02
09:00:00.1872004:CID-0:RT:flow_first_service_lookup(): natp(Ox51ee4680): app_id, 0(0). Feb 2 09:00:02
09:00:00.1872004:CID-0:RT: service lookup identified service O. 

Referring to the exhibit, which two statements are correct? (Choose two.) 

A. The packet being inspected is a UDP packet. 

B. The incoming interface is fe-0/0/7. 

C. This traffic matches an existing flow. 

D. Source NAT is being used. 

Correct Answer: BC 

 

QUESTION 10

Microsoft has altered the way their Web-based Hotmail application works. You want to update your application firewall
policy to correctly identify the altered Hotmail application. Which two steps must you take to modify the application?
(Choose two.) 

A. user@srx> request services application-identification application copy junos:HOTMAIL 

B. user@srx> request services application-identification application enable junos:HOTMAIL 
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C. user@srx# edit services custom application-identification my:HOTMAIL 

D. user@srx# edit services application-identification my:HOTMAIL 

Correct Answer: AD 

 

QUESTION 11

Your company is providing multi-tenant security services on an SRX5800 cluster. You have been asked to 

create a new logical system (LSYS) for a customer. The customer must be able to access and manage 

new resources within their LSYS. 

How do you accomplish this goal? 

A. Create the new LSYS, allocate resources, and then create the user administrator role so that the customer can
manage their allocated resources. 

B. Create the new LSYS, and then create the user administrator role so that the customer can allocate and manage
resources. 

C. Create the new LSYS, and then create the master adminstrator role for the LSYS so that the customer can allocate
and manage resources. 

D. Create the new LSYS, then request the required resources from the customer, and create the required resources. 

Correct Answer: A 

 

QUESTION 12

Which configurable SRX Series device feature allows you to capture transit traffic? 

A. syslog 

B. traceoptions 

C. packet-capture 

D. archival 

Correct Answer: B 

 

QUESTION 13

In the IPS packet processing flow on an SRX Series device, when does application identification occur? 

A. before fragmentation processing 

B. after protocol decoding 
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C. before SSL decryption 

D. after attack signature matching 

Correct Answer: A 

 

QUESTION 14

What is a secure key management protocol used by IPsec? 

A. AH 

B. ESP 

C. TCP 

D. IKE 

Correct Answer: D 

 

QUESTION 15

You recently implemented application firewall rules on an SRX device to act upon encrypted traffic. However, the
encrypted traffic is not being correctly identified. Which two actions will help the SRX device correctly identify the
encrypted traffic? (Choose two.) 

A. Enable heuristics to detect the encrypted traffic. 

B. Disable the application system cache. 

C. Use the junos:UNSPECIFIED-ENCRYPTED application signature. 

D. Use the junos:SPECIFIED-ENCRYPTED application signature. 

Correct Answer: AC 
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