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QUESTION 1

You are creating a class of service, policy for your enterprise network. You want to ensure that the traffic classes have
consistent classification and DSCP markings. In this scenario, which three actions would you perform to accomplish this
task? (Choose three) 

A. choose a behavior aggregate classifier matching the correct DSCP values on all core facing interfaces 

B. configure a multifield classifier matching on IP address and protocol the maps incoming traffic to specific forwarding
classes on ingress port of the access device 

C. configure a rewrite rule on the access device to mark all traffic towards the core to have the correct DSCP markings 

D. choose a behavior aggregate classifier matching on IP address and protocol the maps incoming traffic to specific
forwarding classes on ingress ports of the access devices configure a rewrite rule on the access device to mark all
traffic towards the end points to have the correct DSCP markings 

Correct Answer: ABC 

 

 

QUESTION 2

You must configure a multifield classifier on ge-1/0/0. This classifier must match only TCP traffic from port number 79,
set the loss priority to high, and classify the traffic as expedited- forwarding. The inbound traffic has no previous CoS
markings. 

Which configuration meets these requirements? 

A. [edit firewall] user@switch# show filter ef_classifier_mf term 1 { from { protocol tcp; destination-port 79; } then { loss-
priority high; forwarding-class expedited-forwarding; } [...] } 

B. [edit firewall] user@switch# show filter ef_classifier_mf term 1 { from { protocol tcp; source-port 79; } then { loss-
priority high; forwarding-class expedited-forwarding; } 

[...] 

} 

C. [edit firewall] user@switch# show filter ef_classifier_mf term 1 { from { protocol tcp; destination-port 79; } then { loss-
priority low; forwarding-class expedited-forwarding; } [...] } 

D. [edit firewall] user@switch# show filter ef_classifier_mf term 1 { from { protocol tcp; source-port 79; dscp ef; } then {
loss-priority high; accept; } [...] } 

Correct Answer: B 

 

QUESTION 3

Which statement is correct about private VLANs? 
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A. multiple private VLAN instances can be configured on a single switch 

B. you can configure only one private VLAN instances per switch 

C. private VLANs can only be implemented to span more than one switch 

D. a private VLAN instance must be implemented on a single switch 

Correct Answer: B 

 

 

QUESTION 4

When servicing queues on an EX series switch, which two statements are true? (Choose two) 

A. By default, the class-of-service bits on a packet do not change on egress, regardless of which queue services the
packet. 

B. By default, the four primary queues of best effort, assured forwarding expedited forwarding and network control have
resources assigned to them. 

C. By default, only the best effort and network-control queues have resources assigned to them. 

D. WHEN TRAFFIC is assigned to user defined queues the best effort queue resources are automatically divided evenly
among all user\\'s configured queues to ensure all traffic get serviced. 

Correct Answer: AC 

 

 

QUESTION 5

Which protocol reachability is advertised by OSPFv2? 

A. IPv4 

B. IPv5 

C. IPv6 

D. ISO 

Correct Answer: A 

 

QUESTION 6

-- Exhibit -{master:0}[edit] 

user@switch# show vlans 
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v1 { 

vlan-id 1; 

interface { 

ge-0/0/1.0; 

} 

} 

v2 { 

vlan-id 2; 

interface { 

ge-0/0/2.0; 

} 

} 

v3 { 

vlan-id 3; 

interface { 

ge-0/0/1.0 { 

} 

{master:0}[edit] 

user@switch# show interfaces ge-0/0/3 

unit 0 { 

family ethernet-switching { 

port-mode trunk; 

} 

} 

{master:0}[edit] 

user@switch# run show vlans 

Name Tag Interfaces 

default 

None 
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v1 1 

ge-0/0/1.0*, ge-0/0/3.0* 

v2 2 

ge-0/0/2.0*, ge-0/0/3.0* 

v3 3 

ge-0/0/1.0*, ge-0/0/3.0* 

-- Exhibit -

Click the Exhibit button. 

Referring to the exhibit, what would explain interface ge-0/0/3.0 being active in VLANs v1, v2, and v3? 

A. You have enabled RSTP for interface ge-0/0/3.0. 

B. You have enabled MVRP for interface ge-0/0/3.0. 

C. You have enabled MSTP for interface ge-0/0/3.0. 

D. You have enabled L2PT for interface ge-0/0/3.0. 

Correct Answer: B 

 

QUESTION 7

You are configuring BGP peering with a neighboring AS. Multiple physical links exist between your edge router and the
neighboring edge router, and you want a configuration that supports the highest degree of redundancy. 

How can you implement this scenario? 

A. Configure multiple peerings between the routers\\' physical interfaces. 

B. Use the multipath feature. 

C. Configure multiple peerings between the routers\\' logical interfaces. 

D. Use the multihop feature. 

Correct Answer: D 

 

QUESTION 8

You have been asked to implement a private VLAN with two community VLANs. This private VLAN will be confined to a
single switch in your Layer 2 network. This private VLAN, along with other VLANs configured on the switch, will require
gateway services provided through a connected router. 

Which statement about this deployment is true? 
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A. All isolated ports must be configured as trunk ports. 

B. A minimum of one promiscuous trunk port is required. 

C. Both community VLANs must have an assigned VLAN IDs. 

D. A minimum of one private VLAN trunk port is required. 

Correct Answer: B 

 

QUESTION 9

-- Exhibit -

{master:0}[edit] 

user@switch# show protocols vstp 

vlan 100; 

{master:0}[edit] 

user@switch# run show spanning-tree bridge 

STP bridge parameters 

Context ID : 1 

Enabled protocol : RSTP 

STP bridge parameters for VLAN 100 

Root ID : 32868.50:c5:8d:ae:94:80 Hello time : 2 seconds Maximum age : 20 seconds Forward delay : 15 seconds
Message age : 0 Number of topology changes : 0 Local parameters Bridge ID : 32868.50:c5:8d:ae:94:80 Extended
system ID : 1 Internal instance ID : 0 {master:0}[edit] user@switch# run show spanning-tree interface 

{master:0}[edit] user@switch# -- Exhibit -

Click the Exhibit button. 

Based on the output shown in the exhibit, why is VSTP not working for VLAN 100? 

A. No interfaces are assigned to VLAN 100. 

B. Your MSTI is misconfigured. 

C. RSTP is configured in addition to VSTP. 

D. No native VLAN is configured. 

Correct Answer: A 

 

QUESTION 10
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-- Exhibit 

-- Exhibit -Click the Exhibit button. 

You are implementing Q-in-Q tunneling to connect R1 and R2 using the configurations shown in the exhibit. 

What must be changed on Switch_A to allow both Dot1q-tunneling VLANs and non-Dot1q- tunneling VLANs on the
same trunk interface? 

A. Change the Dot1q-tunneling Ethertype to 0x9100. 

B. Change the Dot1q-tunneling Ethertype to 0x88a8. 

C. Change the Dot1q-tunneling Ethertype to 0x8100. 

D. Change the Dot1q-tunneling Ethertype to 0x98a8. 

Correct Answer: C 

 

QUESTION 11

Which two statements are true? 

A. The local router initiated the BGP session for the 192 168 1 peer. 

B. The 192 168 2 1 peer initiated the BGP session with the local router. 

C. The 192 168 6 1 peer initiated the BGP session with the local router. 

D. The local router initiated the BGP session for the 192 168 2 1 pegP. 
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Correct Answer: CD 

 

 

QUESTION 12

Which two statements are true about MSDP mesh groups? (Choose two.) 

A. The MSDP mesh group was originally designed to limit SA flooding. 

B. SA messages received from a mesh group member flood these messages to all peers that are not members of this
mesh group. 

C. SA messages received from a peer not in any mesh group do not flood to all peers. 

D. SA messages received from a peer not in any mesh group perform a peer-RPF check and, if successful, flood to all
peers (except the advertising router). 

Correct Answer: AB 

 

QUESTION 13

What are three types of PVLAN broadcast domains? (Choose three.) 

A. primary VLAN 

B. dynamic VLAN 

C. isolated VLAN 

D. community VLAN 

E. S-VLAN 

Correct Answer: ACD 

 

QUESTION 14

-- Exhibit -

[edit protocols bgp] 

user@router# show 

group ext-peer2 { 

type external; 

peer-as 1; 

neighbor 192.168.2.1; 
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} 

[edit protocols bgp] 

user@router# run show route 192.168.2.1 

inet.0: 9 destinations, 10 routes (7 active, 0 holddown, 2 hidden) + = Active Route, - = Last Active, * = Both 

192.168.2.1/32 *[Static/5] 00:01:56 

> to 172.14.10.1 via ge-0/0/1.0 

[edit protocols bgp] 

user@router# run show bgp summary 

Groups: 1 Peers: 1 Down peers: 1 

Table Tot Paths Act Paths Suppressed History Damp State Pending inet.0 0 0 0 0 0 0 inet6.0 0 0 0 0 0 0 

Peer AS InPkt OutPkt OutQ Flaps Last Up/Dwn State| 

#Active/Received/Accepted/Damped... 

192.168.2.1 1 0 0 0 0 14 Idle -- Exhibit -

Click the Exhibit button. 
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Looking at the output in the exhibit, why is the BGP neighbor not in Established state? 

A. BGP Refresh is not supported. 

B. Multihop is not configured. 

C. The peer address is not reachable. 

D. Authentication is configured. 

Correct Answer: B 

 

QUESTION 15

-- Exhibit 

-- Exhibit -

Click the Exhibit button. 

In the exhibit, which statement about the ABR between Area 8 and Area 2 is true? 

A. The router has connectivity to all areas. 

B. The router has connectivity to Area 8 only. 

C. The router has connectivity to Area 2 only. 
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D. The router has connectivity to all routers in Area 8 and Area 2. 

Correct Answer: D 
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