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QUESTION 1

A bank uses an online system to handle currency transactions, sent via MQ messaging. To avoid multiple database
lookups to obtain the latest currency exchange rates, the rates are loaded into shared variables the first time the flow is
executed. Periodic updates to the shared variables are made using a control message. As the volume of transactions
increases, it is realized that a single instance of the flow can no longer cope, and so the solution developer is asked to
investigate ways to increase throughput. How can the solution developer increase the message throughput? 

A. Define multiple instances of the flow on the BAR file. 

B. Deploy the flow to multiple execution groups. 

C. Deploy multiple instances of the flow in different schemas. 

D. Deploy the flow to a second broker and use MQ Clustering to redistribute these messages. 

Correct Answer: A 

 

QUESTION 2

To create a message definition, a solution developer has performed the following steps: 

1.Create a new message set 2.Create a new message definition file 3.Add a Tagged/Delimited String 

(TDS) physical format to the message set 4.Import a COBOL copybook 5.Add a Custom Wire Formats 

(CWF) physical format to the message set 6.Import a C header file Which of the following is true? 

A. The message definition file created in step 2 contains no logical definitions. 

B. The message definition file created in step 2 does not support any physical formats. 

C. The length of the fields on the TDS format in the C message definition are not set. 

D. The length of the fields on the CWF format in the COBOL message definition are not set. 

Correct Answer: A 

 

QUESTION 3

Due to a configuration change, the solution developer must restart one of the message flows. How can the solution
developer do this? 

A. Issue command mqsireload 

B. Issue command mqsistartmsgflow 

C. Use the Reload menu item from the Toolkit. 

D. Use the Reload menu item from the Message Broker Explorer. 
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Correct Answer: A 

 

QUESTION 4

A healthcare company needs to implement WS-Security integrity message signing for an existing web service flow that
will now be handling sensitive data. Which nodes can the solution developer use to develop this enhancement?
(Choose two) 

A. HTTPInput 

B. HTTPRequest 

C. SOAPInput 

D. SOAPRequest 

E. SOAPEnvelope 

Correct Answer: CD 

 

QUESTION 5

An application sends a length encoded file that looks like the extract below. The first 3 bytes of each record indicates the
size of the data that follows it. 
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If both of these elements have their Physical Type set to Text, which one of the following options must the solution
developer choose to correctly model the input data? 

A. dataLength of type xsd:int A.dataLength of type xsd:int data of type xsd:int with Length Reference set to
dataLengthdata of type xsd:int with Length Reference set to dataLength 

B. dataLength of type xsd:short B.dataLength of type xsd:short data of type xsd:string with Length Reference set to
dataLengthdata of type xsd:string with Length Reference set to dataLength 

C. dataLength of type xsd:int C.dataLength of type xsd:int data of type xsd:string with Length Reference set to
dataLength and Inclusive Length Reference enableddata of type xsd:string with Length Reference set to dataLength
and Inclusive Length Reference enabled 

D. dataLength of type xsd:string D.dataLength of type xsd:string data of type xsd:string with Length Reference set to
dataLength and Inclusive Length Reference enableddata of type xsd:string with Length Reference set to dataLength
and Inclusive Length Reference enabled 

Correct Answer: B 

 

QUESTION 6

While testing a message flow with a Compute node that contains two PROPAGATE statements, a solution developer
discovered that the output message assembly is empty before the second PROPAGATE statement is executed. What

C9530-272 VCE Dumps | C9530-272 Practice Test | C9530-272 Exam Questions                                4 / 7

https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html


https://www.certbus.com/c9530-272.html
2023 Latest certbus C9530-272 PDF and VCE dumps Download

must the solution developer do to prevent this from happening? 

A. Add a DELETE NONE clause to the first PROPAGATE statement. 

B. Add a DELETE DEFAULT clause to the first PROPAGATE statement. 

C. Add a FINALIZE DEFAULT clause to the first PROPAGATE statement 

D. Write a SET OutputRoot.Body = InputRoot.Body statement before the second PROPAGATE statement. 

Correct Answer: A 

 

QUESTION 7

A solution developer is writing a message flow using the XMLNSC domain. Testing is producing the wrong output, and
the solution developer is uncertain which node is causing the error. The solution developer adds a Trace node to display
the contents of the data being passed. Which Trace node pattern will display the contents of the data? 

A. ${Root} 

B. ${XMLNSC} 

C. ${InputRoot} 

D. ${InputXMLNSC} 

Correct Answer: A 

 

QUESTION 8

A message flow with a JMSInput node receives a message with a blank Message Domain. The message is a
TextMessage and does not include a JMSType header. Which domain parser should the solution developer expect the
broker to use? 

A. XML 

B. BLOB 

C. XMLNSC 

D. JMSStream 

Correct Answer: A 

 

QUESTION 9

A company has its own internal application App1 which exposes its products price catalog to its clients via MQ transport
protocol. The company needs to build a new proxy mediation application using Message Broker to expose its service to
external clients. The suggested mediation flow would accept the request from different clients, route the request to App1
and send the response back to the requesting client where each client has its own target queue. Which built-in pattern
should the solution developer use to achieve this? 
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A. Message Request Response Correlator 

B. Service Proxy: static endpoint pattern 

C. Service Access from WebSphere MQ 

D. Service Facade to WebSphere MQ: request-response pattern 

Correct Answer: A 

 

QUESTION 10

A solution developer is requested to investigate a message flow using the DFDL parser that is performing slowly. The
message contains several optional fields. The solution developer determines that the parser is backtracking extensively
while parsing input messages. What action should the solution developer take to reduce the amount of time required to
parse the messages? 

A. Restructure the input messages. 

B. Use the XML parser instead of the DFDL parser. 

C. Include dfdl:discriminator and initiator keywords in the DFDL schema. 

D. Force the parser to reduce backtracking by suppressing errors that occur at parse time. 

Correct Answer: C 

C9530-272 VCE Dumps C9530-272 Practice Test C9530-272 Exam Questions

C9530-272 VCE Dumps | C9530-272 Practice Test | C9530-272 Exam Questions                                6 / 7

https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html


https://www.certbus.com/c9530-272.html
2023 Latest certbus C9530-272 PDF and VCE dumps Download

To Read the Whole Q&As, please purchase the Complete Version from Our website.

Try our product !

100% Guaranteed Success
100% Money Back Guarantee
365 Days Free Update
Instant Download After Purchase
24x7 Customer Support
Average 99.9% Success Rate
More than 800,000 Satisfied Customers Worldwide
Multi-Platform capabilities - Windows, Mac, Android, iPhone, iPod, iPad, Kindle

We provide exam PDF and VCE of Cisco, Microsoft, IBM, CompTIA, Oracle and other IT Certifications.
You can view Vendor list of All Certification Exams offered:

https://www.certbus.com/allproducts

Need Help
Please provide as much detail as possible so we can best assist you.
To update a previously submitted ticket:

Any charges made through this site will appear as Global Simulators Limited.
All trademarks are the property of their respective owners.

Copyright © certbus, All Rights Reserved.

Powered by TCPDF (www.tcpdf.org)

C9530-272 VCE Dumps | C9530-272 Practice Test | C9530-272 Exam Questions                                7 / 7

https://secure.livechatinc.com/licence/8041871/v2/open_chat.cgi
http://www.tcpdf.org
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html
https://www.certbus.com/c9530-272.html

