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QUESTION 1

What is the purpose of Friis transmission equation [ (LdB) = 20 log(d) + 20 log (f) - 27.55 ]? 

A. Calculate earth bulge to determine minimum antenna height 

B. Calculate receive sensitivity for an 802.11 radio/antenna pair 

C. Calculate RF path loss in free space 

D. Calculate the loss experienced between the intentional radiator and antenna 

Correct Answer: C 

 

QUESTION 2

You are testing a VoWLAN deployment, and your communication measurements show a certain amount of lost packets.
What would be an acceptable packet error rate value to still provide acceptable call quality? 

A. There should be 0% error in a VoWLAN type of deployment 

B. No more than 1% PER max should be acceptable 

C. No more than 4% PER max should be acceptable 

D. No more than 8% PER max should be acceptable 

Correct Answer: B 

 

QUESTION 3

An associated STA detects a new BSS with the sameSSID as the STA\\'s current BSS.The new BSS uses a differentIP
subnet than the current BSS.If the STA is configured to use 802.1X/EAP preauthentication, what is likely to occur? 

A. The STA will not attempt to preauthenticate because the new BSS uses a different IP subnet. 

B. The STA will attempt to preauthenticate, but fail because the new BSS uses a different data-link broadcast domain. 

C. The STA will attempt to preauthenticate and succeed if DHCP is supported on the new subnet. 

D. The STA will attempt to preauthenticate and succeed if IP Mobility is enabled on the AP or WLAN controller. 

Correct Answer: B 

 

QUESTION 4

When live video streaming solutions that transmit simultaneously to more than one recipient are used, what special
capability should be considered and configured in all affected WLAN implementations? 

CWDP-302 VCE Dumps | CWDP-302 Practice Test | CWDP-302 Exam Questions                                2 / 7

https://www.certbus.com/cwdp-302.html
https://www.certbus.com/cwdp-302.html
https://www.certbus.com/cwdp-302.html


https://www.certbus.com/cwdp-302.html
2021 Latest certbus CWDP-302 PDF and VCE dumps Download

A. IPSec 

B. IPv6 

C. Multicasting 

D. Secure TCP 

Correct Answer: C 

 

QUESTION 5

ABC Manufacturing has a heavily-used dual-band (2.4 / 5 GHz) WLAN, but sporadic RF interference across the 2.4
GHz band is causing dropped VoWiFi calls and leading to data connectivity and throughput problems. In addition to
avoiding 2.4 GHz channels and installing a distributed spectrum analyzer to locate RF interference sources, what should
the implementer do to resolve the problem fully? 

A. Have only guest access on the 5 GHz channels. 

B. Move all corporate data clients and VoWiFi devices to the 5 GHz channels appropriate for their regulatory domain. 

C. Use captive portals for guest authentication in 5 GHz. 

D. Implement WPA-PSK everywhere in the network. 

Correct Answer: B 

 

QUESTION 6

Assume that your network operates in a regulatory domain that allows use of the entire 5 GHz space allowed in the
802.11ac amendment. In your upcoming 802.11ac deployment, you would like to take advantage of the performance
improvements that result from channel bonding. However, after extensive testing, you have determined that your
mission- critical WLAN should not usechannels requiring DFS support. Given those two criteria (enable channel bonding
and disable DFS channels), in the 5 GHz spectrum, how many non-overlapping 40 MHz channels will your system be
able to use? 

A. 2 

B. 3 

C. 4 

D. 6 

Correct Answer: C 

 

QUESTION 7

Given:As the wireless network administrator for XYZ Company, you are planning to upgrade your aging wireless
network infrastructure, as well as some clients, to support 802.11ac. In your research, you have discovered that your
new wireless client devices and infrastructure are 802.11ac, WMM, and WMM-PS certified by the Wi-Fi Alliance. Some
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of your existing client devices are 802.11a/b/g devices that do not support WMM. Given this information, what scenario
is possible when your company\\'s employees begin using both types of client devices on the new WLAN? 

A. All WMM-PS certified client devices will be prevented from utilizing WMM-PS features until all stations in use on the
wireless medium are WMM-PS certified. 

B. The WLAN infrastructure will set the dozing times of the WMM-PS certified client devices based upon their WMM
access category, while the non-WMM-PS client devices will continue to use PS-Poll frames. 

C. Performance and battery life will be inconsistent between WMM-PS and non-WMM-PS client devices when used with
applications that support WMM-PS. 

D. WMM-PS enabled APs will allow both WMM-PS and non-WMM-PS stations to use the trigger-and-delivery
mechanism, but WMM-PS stations will get priority. 

Correct Answer: C 

 

QUESTION 8

In this question, you will compare the mobility processes of a network that supports WPA2- Personal and
WPA2-Enterprise. Assume the use of a 15-character ASCII passphrase for WPA2-Personal and EAP-TTLS/MSCHAPv2
with WPA2Enterprise. Also, assume that proprietary roaming protocols are not supported. 

When a device transitions from one BSS to another within the same ESS, what step must be performed in the
WPA2-Enterprise transition that are not performed in the WPA2- Personal transition? 

A. Open System Authentication 

B. 802.11 Reassociation 

C. 802.1X authentication 

D. 4-Way Handshake 

Correct Answer: C 

 

QUESTION 9

When you see the SKINNY protocol in a post-install validation protocol capture, what does this indicate? 

A. Secure FTP is in use 

B. VoIP is used on the network 

C. HTTPS is in use 

D. Multicasting is used on the network 

Correct Answer: B 

 

QUESTION 10
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In a large enterprise (5000+ wireless users), by what would NOT be a recommended method by which IP addresses
and VLANs are assigned to different clients associated to the same AP? 

A. Each SSID is mapped to a static VLAN assignment 

B. Upstream AAA servers dynamically assign VLANs to each user or group profile 

C. Radio signal metrics (RSSI, SNR, etc.) of WLAN clients are triangulated for location- based VLAN assignment during
association 

D. Multiple VLAN pools are designated for an SSID and user IP addresses are selected in a round-robin fashion from
the associated pools 

Correct Answer: C 

 

QUESTION 11

What is a valid 40 MHz channel configuration in the 2.4 GHz ISM band where channels 1- 11 are permitted? 

A. 4 (primary), +1 (secondary) 

B. 2 (primary), -1 (secondary) 

C. 8 (primary), +1 (secondary) 

D. 1 (primary), 6 (secondary) 

Correct Answer: A 

 

QUESTION 12

You are site surveying a network for VoWiFi. You have positioned an AP for a manual survey and are moving away
from the AP with a phone in Survey Mode in your hand and you are reading the RSSI value of the signal received from
the AP. You have previously determined that the noise floor was approximately -94 dBm on this floor of the building.
The phone\\'s documentation does not specify a recommended RSSI orSNR value for best performance. 

Based on the information provided and the type of device (VoWiFi phone) you are deploying, what minimum RSSI
should you plan for in all areas you are monitoring and where VoWiFi service is desired? 

A. -75 dBm 

B. -72 dBm 

C. -67 dBm 

D. -62 dBm 

Correct Answer: C 
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