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QUESTION 1

Refer to the exhibit. 

A network administrator is upgrading the operating system on an HP Comware switch. When copying the new image
from a TFTP server to the flash of the switch, the process fails because there is not enough flash to store the new
operating system. The new operating system is 3.2MB in size. The administrator then executes the commands shown in
the exhibit above. 

Which action should the administrator perform to solve this problem? 

A. Execute the reset recycle-bin command, and perform the TFTP transfer again. 

B. Execute the clear flash command, and perform the TFTP transfer again. 

C. Reformat flash, and perform the TFTP transfer again. 

D. Execute the delete old.app command, and perform the TFTP transfer again. 

Correct Answer: A 
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QUESTION 2

A server connects to a port on an HP Comware switch. The network administrator wants to ensure that: 

Which statement describes how the administrator can accomplish this? 

A. The administrator must manually configure the port as an STP edge port. 

B. The administrator can lower the port\\'s root path cost to zero. 

C. The administrator can accept the default behavior of auto-edge. 

D. The administrator can configure the port as an MSTP master port. 

Correct Answer: B 

 

QUESTION 3

What is one difference between the 802.11g and 802.11n standards? 

A. 802.11g can operate on the 5Ghz band. 

B. 802.11n can operate on the 2.4Ghz band. 

C. 802.11n supports multiple spatial streams with MIMO. 

D. 802.11g supports channel bonding of multiple channels. 

Correct Answer: C 

 

QUESTION 4

Refer to the exhibits. 

Exhibit 1 

Exhibit 2 
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A network administrator executes the show vlan commands and sees the output shown in the exhibits. How must the
administrator configure a connected port on an HP Comware switch? 

A. as a trunk port 

B. as an access port 

C. as an untagged port 

D. as a mixed port 

Correct Answer: A 

 

QUESTION 5

Which privilege level would a network administrator use to configure an HP ProVision switch? 

A. Super 

B. User 

C. Manager 

D. Administrator 

Correct Answer: C 

 

QUESTION 6

What does the traceroute command identify on an HP ProVision switch? 

A. each Layer 3 device between the switch and a destination 

B. the path to each router connected to the switch 

C. debug output tracing entries to the routing table 

D. each physical device between the switch and a destination 
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Correct Answer: B 

 

 

QUESTION 7

Refer to the exhibit. 

A network administrator has implemented link aggregation on an HP Comware switch using LACP. The two ports are
functioning at the data link layer between the Comware switch and its neighboring switch. The administrator executes
the display link-aggregation verbose command and notices the flags shown in the exhibit. 

What does this indicate? 

A. The links are up, but both links are blocked by LACP. 

B. The links are up, but are blocked because they are using duplicate operational keys. 

C. The links are up, but LACP negotiation has failed on them. 

D. The links are up, but LACP is not configured on this link aggregation. 

Correct Answer: D 

 

QUESTION 8

Which HP software platform provides centralized network management, monitoring, and configuration of wired and
wireless network infrastructure devices, as well as traffic monitoring, user management, and other capabilities? 

A. HP IntelligentManagement Center (IMC) 
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B. HP Intelligent Resilient Framework (IRF) 

C. HP Virtual Cloud Networking (VCN) 

D. HP Virtual Connect FlexFabric 

Correct Answer: A 

 

QUESTION 9

A network administrator adds a new VLAN in a campus network, VI.AN 120. The administrator needs to set up a DHCP
scope for this VLAN. The scope will include an IP address for DHCP clients and a default gateway address. An HP
Comware aggregation layer switch acts as a DHCP server for this VLANs at the access layer. The administrator
configures this on the Comware switch for the new DHCP scope: 

Based on this configuration, what else must the administrator configure to make the pool available to DHCP clients that
send requests in VLAN 120? 

A. dhcp vlan 120 

B. dhcp server ip pool 120vlan 120 

C. dhcp enable 

D. dhcp server vlan 120 

Correct Answer: C 

 

QUESTION 10

Refer to the exhibit. 
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Switch-1 is an HP ProVision switch. 

A network administrator wants Switch-1 to run Open Shortest Path First (OSPF) and create neighbor relationship on
Links 1 and 2. What should the administrator do to accomplish this? 

A. Access the VLAN context for the VLANs assigned to Links 1 and 2, and enable OSPF. 

B. Access the global configuration context, and create OSPF routes to 10.0.1.0/24 and 10.0.2.0/24. 

C. Access the physical interface context for the Link 1 and 2 ports, and enable OSPF. 

D. Access the OSPF area 0 context and specify the networks on Links 1 and 2 (10.0.1.0 0.0.0.255 and 10.0.2.0
0.0.0.255). 

Correct Answer: B 

 

QUESTION 11

A network administrator enters this command on an HP Comware switch: 

 save 

In interactive mode, the administrator is prompted to save to a file named config.cfg and confirms the save. What is the
effect of these actions? 

A. The current configuration is saved to config.cfg on a TFTP server but is not used for the startup-config. 

B. The startup-config, rather than the correct configuration, is saved to config.cfg on a TFTP server. 

C. The current configuration is saved to config.cfg in the flash but is not used for the startup-config. 

D. The current configuration is saved to config.cfg in the flash and is used for the startup- config. 

Correct Answer: D 
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QUESTION 12

Refer to the exhibit. 

The switches in the exhibit are all HP Comware switches that run Multiple Spanning Tree Protocol (MSTP). 

The network administrator wants to ensure that each switch-to-switch link is in its own subnet. The administrator also
wants to make sure that all of the links are available for routing during normal operation. How should the administrator
configure the physical switch-to-switch interfaces to accomplish these goals? 

A. Configure them as trunk ports that permit VLANs 10 and 20. 

B. Configure them as any type of port, and make sure spanning tree is enabled on them. 

C. Configure them as route-mode ports. 

D. Configure them as hybrid ports that carry VLAN 10 and 20 as untagged. 

Correct Answer: A 

 

QUESTION 13

Which HP device or port type can modify, read, and respond with frames that include 802.1Q VLAN tags? 

A. Comwaretrunk ports 

B. Comwareroute-mode ports 

C. ProVisionloopback ports 

D. ProVisionuntagged ports 

Correct Answer: A 
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QUESTION 14

Which statement is true about the default configuration on an HP ProVision switch? 

A. Spanning tree is disabled. 

B. LACP is used when a BAGG interface is created. 

C. IRF is enabled. 

D. RSTP is the default spanning tree mode. 

Correct Answer: A 

 

QUESTION 15

Refer to the exhibit. 

Exhibit: Network diagram and routing tables 
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Why does traffic from PC1 fail to reach PC2? 

A. Only static routes have been enabled 

B. The subnet mask is incorrect on the routers 

C. There is no route back from router B 

D. A default gateway setting is incorrect 

Correct Answer: C 
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