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QUESTION 1

What is a requirement for the Dashboard > Traffic Analysis window on the Aruba Mobility Master (MM) to show data? 

A. Airmatch and ClientMatch must be enabled. 

B. The solution must have active PEFNG licenses. 

C. Firewall policies must include application filtering rules. 

D. WLANs must use the decrypt-tunnel forwarding option. 

Correct Answer: B 

 

QUESTION 2

What is the difference between WPA and WPA2 encryption? 

A. WPA encryption uses symmetric keys, and WPA2 encryption uses asymmetric keys. 

B. WPA encryption acts at Layer 3, and WPA2 encryption acts at Layer 2. 

C. WPA encryption works only with preshared key (PSK) authentication, and WPA2 encryption works with both PSK
and 802.1X. 

D. WPA encryption uses TKIP by default, and WPA2 encryption uses AES by default. 

Correct Answer: D 

 

QUESTION 3

A company currently uses 802.11ac Wave 1 as a wireless solution. They want to upgrade to 802.11ac Wave2. 

Which new feature will now be available with this upgrade? 

A. band steering 

B. multiple spatial streams 

C. 40MHz channel bonding 

D. multi-user MIMO (MU-MIMO) 

Correct Answer: D 

 

QUESTION 4

A Mobility Controller (MC) runs ArubaOS 8. What is a valid reason for an administrator to set the MC to master-local
mode? 
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A. The company already has a partially hierarchical deployment based on the 6.x code and wants to keep the current
architecture. 

B. The company needs to manage third-party network infrastructure devices with the use of the master controller
interface. 

C. The company wants a deployment architecture that allows administrators to configure all MC settings from a single
location. 

D. The company requires a centralized licensing architecture that provides global license pools. 

Correct Answer: C 

 

QUESTION 5

A network administrator monitors an Aruba Mobility Controller with Aruba AirWave and sees the configuration status is
Error. What should the administrator conclude? 

A. AirWave checks the controller configuration and detects a syntax error. 

B. AirWave determines that the controller configuration does not match the template for its group. 

C. AirWave has a communication issue with the controller and cannot check the configuration. 

D. AirWave detects a mismatch with the controller configuration and software version. 

Correct Answer: C 

 

QUESTION 6

A company has an Aruba Mobility Master (MM)-based solution with a WLAN that assigns users to VLANs 10?9. The
company wants the Aruba solution to act at Layer 3 to route wireless user traffic. 

What must network administrators configure to permit the solution to forward traffic correctly? 

A. VLAN 10?9 interfaces and proper IP settings on the MM nodes 

B. trunk ports that support VLANs 10?9 on the managed Mobility Controllers (MCs) 

C. VLAN 10?9 interfaces on the Mobility Controllers (MCs) as the default gateway for wireless users 

D. trunk ports that support VLANs 10-19 on the MM nodes 

Correct Answer: C 

 

QUESTION 7

A network administrator reduces an AP radio transmit power from 18 dBm to 15 dBm. This is a loss of 3 

dBms. 
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What is the current power as a percentage of the original power? 

A. 10% 

B. 33% 

C. 50% 

D. 83% 

Correct Answer: C 

 

QUESTION 8

An Aruba Mobility Master (MM)-based solution has two Virtual MM nodes, a primary and a backup node. The solution
must support 30 Virtual Mobility Controllers (VMCs) that will support a total of 960 APs. 

Which VMC licenses meet the needs and DO NOT unnecessarily exceed them? 

A. two 1000 VMC licenses (MC-VA-1000) 

B. one 1000 VMC license (MC-VA-1000) 

C. two 50 VMC licenses (MC-VA-50) 

D. one 50 VMC license (MC-VA-50) 

Correct Answer: B 

 

QUESTION 9

Refer to the exhibits. Exhibit 1 

Exhibit 2 
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A company has an Aruba Mobility Master (MM)-based solution and needs a new WLAN for the corporate campus. A
network administrator completes the creation of this WLAN, as shown in Exhibit 1. When the administrator tries to test a
connection to the WLAN in various locations, the WLAN sometimes shows up in the list of WLANs on the client but
sometimes does not. The administrator can see the WLAN in the list, as shown in Exhibit 2. 

What is the error? 

A. The Mobility Master (MM) does not have an active PEFNG license. 

B. The WLAN is configured as a hidden SSID. 

C. The configuration is not deployed to the Mobility Controller (MC). 

D. The WLAN is configured at a lower level in the Managed Network hierarchy. 

Correct Answer: D 

 

QUESTION 10

A network administrator has installed PEF licenses in the global pool of a Mobility Master (MM) solution. When the
administrator tries to configure roles and policies, an error indicates that the PEF licenses must be installed. 

What should the administrator do to correct this issue? 

A. Ensure the PEF licenses were installed at the Managed Network and not at the MM level. 

B. Enable Building 1 as a local license pool. 

C. Enable the PEF feature in the Global Usage window. 

D. Activate the PEF licenses through an Aruba Activate account. 

Correct Answer: A 

 

QUESTION 11
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A network administrator wants to implement MAC filtering for the wireless network of a local financial firm to ensure that
only employees can access the wireless network. What is a potential weakness of this solution? 

A. MAC filters cannot be applied with WPA2 encryption. 

B. Authorized MAC addresses are visible in plaintext in the air and can be easily spoofed. 

C. Many popular clients do not have the capability to connect to WLANs that use MAC filters. 

D. MAC filters offer no protection against authorized users who try to connect unauthorized devices. 

Correct Answer: B 

 

QUESTION 12

A customer has a large campus that requires 400 Aruba 335 APs to support a total of 20,000 wireless users and
12Gbps of traffic. Although the customer wants two controllers for redundancy, each controller must be able to support
all of the APs and users on its own. 

Which Aruba Mobility Controller models meet the customer requirements and DO NOT unnecessarily exceed them? 

A. Aruba 7024 controllers 

B. Aruba 7210 controllers 

C. Aruba 7240 controllers 

D. Aruba 7030 controllers 

Correct Answer: B 

 

QUESTION 13

Which pre-defined role allows DHCP, DNS, and internal captive portal redirection for a guest WLAN? 

A. exam_guest-guest-logon 

B. authorized 

C. guest-logon 

D. guest 

Correct Answer: C 

 

QUESTION 14

Refer to the exhibit. 
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What describes the behavior for this WLAN? 

A. APs in the default group broadcast the SSID. Clients can connect to the WLAN on APs in the default group only. 

B. No APs broadcast the SSID. Clients cannot connect to the WLAN until administrators activate it. 

C. No APs broadcast the SSID. Clients can connect to the WLAN on APs in the default gorup only. 

D. APs in the default group broadcast the SSID. Clients can connect to the WLAN on APs in any group. 

Correct Answer: C 

 

QUESTION 15

A company has an Aruba solution. The company wants to support a guest WLAN with the internal captive portal, but the
company also wants to develop their own custom portal pages. 

What correctly describes the level of customization that the internal captive portal supports? 

A. The internal captive portal must use the default pages without modification, but administrators can upload pages
developed externally. 

B. Administrators can modify the default internal captive portal pages, but cannot upload pages developped externally. 

C. Administrators can modify the default internal captive portal pages or upload pages developped externally. 

D. The internal captive portal must use the default pages without modification, and administrators cannot upload pages
developped externally. 
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Correct Answer: C 
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