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QUESTION 1

Refer to the exhibit. 

The exhibit shows the current plan for a wired network upgrade. 

As much as possible, the customer wants to flatten the architecture and avoid recabling. However, each Building 2
switch must also maintain connectivity to the core if one link fails. 

What should the architect propose to meet the customer requirements? 

A. Use two additional 2930F switches to act as an aggregation layer for Building 2; connect them to the core on 40 GbE
connections. 

B. Connect each Building 2 switch directly to the core on a single fiber strand through the use of SFP+-SR transceivers. 

C. Combine the switches in each Building 2 closet as a VSF fabric; establish two 10 GbE connections to the core per
fabric. 

D. Extend additional fiber between the buildings so that each Building 2 switch can have a direct 10 GbE connection to
the core. 

Correct Answer: C 

 

QUESTION 2

Refer to the exhibit. 
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An architect selects 5406R switches for the aggregation layer. 

What is an appropriate amount of bandwidth for the link aggregation between each aggregation layer VSF fabric and the
campus core? 

A. 60 Gbps 

B. 160 Gbps 

C. 200 Gbps 

D. 320 Gbps 

Correct Answer: C 

 

QUESTION 3

A customer has very high availability requirements for wireless services. The architect plans to implement clustering on
several Aruba Mobility Controllers (MCs). 

Which benefit of this feature should the architect explain? 

A. Clustering provides wireless client load balancing and seamless failover for client sessions. 

B. Clustering provides high stability because one MC is active for all sessions and one is standby for all sessions. 

C. Clustering enables an AP with a failed MC to operate on its own briefly to ensure seamless connectivity. 

D. Clustering enables an AP with a failed MC to reconnect to a new AP after a short bootstrap. 

Correct Answer: B 
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QUESTION 4

An architect proposes an Aruba solution with a hardware Mobility Master (MM) to a customer. The customer has a
disaster recovery site which is connected to the main site at Layer 3. The customer requires the MM to remain available
in case of a total site failure. 

Which plan meets the customer requirements? 

A. Deploy a hardware MM to the disaster recovery site and set up VRRP between them. 

B. Deploy a hardware MM to the disaster recovery site and set its IP address as the standby master for MCs. 

C. Deploy the virtual MM (VMM) to the disaster recovery site and set the VMM IP address to the same address as the
hardware MM. 

D. Deploy the virtual MM (VMM) to the disaster recovery site and configure clustering on the hardware and software
appliances. 

Correct Answer: A 

 

QUESTION 5

An architect proposes four 7210 Mobility Controllers (MCs) to support about 1,500 client APs. The customer
environment will have a maximum of about 20,000 wireless clients. The customer wants hardware MMs with an active
and standby deployment. 

What is the minimum solution that meets the customer requirements? 

A. two MM-HW-10K appliances 

B. two MM-HW-5K appliances 

C. four MM HW-5K appliances 

D. four MM HW-10K appliances 

Correct Answer: B 

 

QUESTION 6

An architect needs to plan the RF coverage. 

Which application has the greatest potential impact on RF design? 

A. print 

B. email 

C. voice 

D. secure web browsing 

Correct Answer: D 
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QUESTION 7

Read this scenario thoroughly, and then answer each question that displays on the right side of the screen. 

An architect proposes these products for a customer who wants a wireless and wired upgrade: 

1. 

Aruba 2930M switches at the access layer 

2. 

Aruba 5406R switches at the core 

3. 

Aruba AP-325s 

4. 

Aruba 7205 Mobility Controllers (MCs), deployed in a cluster 

5. 

Aruba Mobility Master (MM) 

6. 

Aruba ClearPass Cx000V 

7. 

Aruba AirWare 

The architect also needs to propose a security plan for the solution. The customer has 900 employees and up to 30
guests a day. The customer wants to protect the internal perimeter of the network with authentication and simple access
controls. The customer is most concerned about wireless security, but also wants to ensure that only trusted users
connect on the wire. However, the customer also wants all wired traffic to be forwarded locally on access layer switches.
The customer already has a third-party firewall that protects the data center. 

The customer wants to use certificates to authenticate user devices, but is concerned about the complexity of deploying
the solution. The architect should recommend a way to simplify. For the most part users connect company-issued
laptops to the network. However, users can bring their own devices and connect them to the network. The customer
does not know how many devices each user will connect, but expects about two or three per-user. DHCP logs indicate
that the network supports a maximum of 2800 devices. 

Refer to the provided scenario. Based on the plan for wired authentication, what is a correct plan for wired user
VLANs? 

A. use the MCs to assign wired users to their VLANs, and extend the VLANs to a Layer 3 switch connected to the MC 

B. specify the VLANs in network policies on AirWare, and ensure that both the switches and MCs are managed by
AirWare 

C. assign wired users to different VLANs from wireless users, based on port or role assignments on access layer
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switches. Extend the VLANs to the core. 

D. configure the same roles on switches and MCs to place wired and wireless users in the same VLANs. Extend VLANs
from access layer switches to the core. 

Correct Answer: C 

 

QUESTION 8

A financial institution has an Aruba wireless system. Each floor is 19 meters by 23 meters (200 feet by 250 feet) and has
20 APs. The organization now requires dedicated Air Monitors (AMs). 

About how many AMs should the architect recommend per floor? 

A. about 1 or 2 per floor 

B. about 3 to 5 per floor 

C. about 10 to 12 per floor 

D. about 16 to 20 per floor 

Correct Answer: A 

 

QUESTION 9

An architect plans 12 APs for an auditorium that is 325 square meters (3, 498 square feet). Each AP has 

one 2.4 GHz radio and one 5 GHz radio. Both types of radios use 20 MHz channels. 

Assume that DFS channels can be used in this design. 

How many 5 GHz collision domains does this design provide? 

A. 1 

B. 6 

C. 12 

D. 25 

Correct Answer: B 

 

QUESTION 10

For which scenario should an architect recommend Aruba Central Managed Portal (MSP)? 

A. for a service provider who needs to monitor multi-vendor environments 

B. for an enterprise that needs to manage data center services together with the network 
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C. for a service provider who needs to manage multiple customer networks 

D. for an enterprise with many branches that needs to manage services centrally 

Correct Answer: D 

 

QUESTION 11

An architect needs to plan a very high density (VHD) wireless network at a large events venue, at which thousands of
attendees are expected. The architect plans to deploy a cluster of Mobility Controllers (MCs) to control the APs. It is
important to support seamless roaming for wireless devise across the venue. 

What should the architect ensure for the network services? 

A. DHCP servers can support a high number of scopes with a /24 size. 

B. A third-party firewall integrates with ClearPass to filter the guest user traffic. 

C. A domain CA is set up to deploy certificates to a high volume of guest devices. 

D. DHCP and DNS servers are carrier-grade and support a low transaction time. 

Correct Answer: B 

 

QUESTION 12

What is one important guideline for antenna selection? 

A. Ensure that the beam-width exceeds 100 degrees. 

B. Ensure that the H-plane and E-plane values are within 45 degrees of each other. 

C. Ensure that the antenna is rated for 802.11ac usage. 

D. Ensure that the antenna is designed for the frequency used by the radio. 

Correct Answer: D 

 

QUESTION 13

A plan includes these security settings for the employee WLAN: 

1. 

WPA2-Enterprise with AES encryption 

2. 

802.1X with PEAP-MSCHAPv2 

However, the customer wants to use certificates to authenticate user devices. 
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Which change brings the plan in alignment with the customer requirements? 

A. Use EAP-TLS instead of PEAP-MSCHAPv2 

B. The TKIP encryption instead of AES. 

C. Add WPA2-PSK as an alternative to WPA2-Enterprise. 

D. Add Tunneled TLS (TTLS) as an alternative to PEAP-MSCHAPv2. 

Correct Answer: D 

 

QUESTION 14

An architect plans to purpose two Aruba Mobility Controllers (MCs) in a cluster. The customer has a large building that
needs to support about 10,000 devices. The architect plans to associate the Employees WLAN with VLAN ID 10. 

What is one Aruba best practice for this design? 

A. Ensure that VLAN 10 is extended to the edge and Aruba APs are deployed on it. 

B. Ensure that each user role on the MCs is associated with a different VLAN ID. 

C. Ensure that the RADIUS server assigns users to different VLANs dynamically. 

D. Ensure that optimization and suppression of unnecessary multicast is enabled. 

Correct Answer: C 

 

QUESTION 15

Read this scenario thoroughly, and then answer each question that displays on the right side of the screen. 

An architect proposes these products for a customer who wants a wireless and wired upgrade: 

1. 

Aruba 2930M switches at the access layer 

2. 

Aruba 5406R switches at the core 

3. 

Aruba AP-325s 

4. 

Aruba 7205 Mobility Controllers (MCs), deployed in a cluster 

5. 
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Aruba Mobility Master (MM) 

6. 

Aruba ClearPass Cx000V 

7. 

Aruba AirWare 

The architect also needs to propose a security plan for the solution. The customer has 900 employees and up to 30
guests a day. The customer wants to protect the internal perimeter of the network with authentication and simple access
controls. The customer is most concerned about wireless security, but also wants to ensure that only trusted users
connect on the wire. However, the customer also wants all wired traffic to be forwarded locally on access layer switches.
The customer already has a third-party firewall that protects the data center. 

The customer wants to use certificates to authenticate user devices, but is concerned about the complexity of deploying
the solution. The architect should recommend a way to simplify. For the most part users connect company-issued
laptops to the network. However, users can bring their own devices and connect them to the network. The customer
does not know how many devices each user will connect, but expects about two or three per-user. DHCP logs indicate
that the network supports a maximum of 2800 devices. 

Refer to the provided scenario. 

Which solution should the architect recommend on the 2930M switches to authenticate and control wired employee
devices? 

A. MAC-Auth on edge ports and no tunneled node 

B. 802.1X on edge ports and per-user tunneled node 

C. 802.1X on edge ports and no tunneled node 

D. Mac-Auth on edge ports and per-user tunneled node 

Correct Answer: A 
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