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QUESTION 1

A customer has a need to track traffic patterns and anomalies on a pair of ArubaOS-CX 8400 series switches. Which
technology will the customer need to deploy for these switches? 

A. Mobility First 

B. NetEdit 

C. Network Analysis Engine 

D. 2 CiearPass 

Correct Answer: B 

 

QUESTION 2

A network architect is creating a new wireless solution for a customer. Wireless coverage is required throughout all four
floors of two buildings on the same campus. Dynamic RF capabilities, including AirMatch, are required. Seamless 

roaming is required within and between the two buildings. Each floor will have approximately 20 APs and 6 external APs
are required for connectivity between the two buildings. 

Given this information, which Aruba solution would be the most cost-effective while still meeting the customer\\'s
requirements? 

A. An IAP cluster per floor 

B. A standalone 7008 controller per floor 

C. Two 7205 mobility controllers in a cluster 

D. Two 7030 mobility controllers in a cluster 

Correct Answer: A 

 

 

QUESTION 3

NewStellar has a main corporate campus in a business park with two adjacent buildings. Each building has three floors
and each floor is 322 x 175 feet (98 x 53 meters) for 56,350 square feet (5,235 square meters) total. The ceiling for each
floor is 12 feet (3.6 meters) high with a dro This floor has a central main corridor with washrooms, stairs, elevators and
supply and network cabinets. There are cubicles around the perimeter of the floor. The central part main corridor\\'s
dimensions contain 9,350 square feet (870 square meters). Assuming that wireless coverage is not required in the
central area, which square footage (square meter) value should a network architect use when determining the number
of APs in a capacity design for each floor? 
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A. 55.750 square feet {5,175 square meters) 

B. 56.350 square feet {5,235 square meters) 

C. 47.000 square feet {4,365 square meters) 

D. 338,100 feet {31,410 square meters) 

Correct Answer: B 

 

QUESTION 4

A network architect is designing a new wired and wireless solution for for a company. The company has two buildings
on a campus, which each building has three floors. The campus core will be placed in the basement of Building 1. Each
wiring closet has eight strands of multi-mode OM3 grade fiber that connect to a wiring closet of the first floor of the
building it is contained, referred to as a main distribution frame (MDF). The maximum distance between a floor\\'s wiring
closet and the MDF is 100 feet (30 meters). The maximum distance between the two MDFs and the campus core is no
more than 150 feet (45 meters). There are eight strands of multi-mode OM3 grade fiber from these two MDF closets to
the campus core. Based on this information, which type of design should be used and what is the maximum speeds
supported all uplinks for the existing the multi-mode fiber? 

A. three-tier and 10 Gbps 

B. three-tier and 40 Gbps 

C. two-tier and 10 Gbps 

D. two-tier and 40 Gbps 

Correct Answer: A 
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QUESTION 5

A customer has over 100 access layer switches. The customer requires user authentication done via the Aruba
Dynamic Segmentation feature. What components are required to implement this solution? (Select two.) 

A. enterpnse authentication server 

B. Aruba APs 

C. Aruba mobility controller 

D. AirWave server 

E. Active Directory server 

Correct Answer: CD 

 

QUESTION 6

A customer currently has sets of three Aruba 5406R switches deployed for an access layer in multiple wiring closets in a
building They are clustered in a VSF domain The customer wants to set up Multiple Active Detection (MAD) for the
OOBM port, as well as use this port for remote management access. To simplify the connectivity, the customer wants to
connect these three switches\\' OOBM ports to a separate switch in the wiring closet for the OOBM connectivity. Which
would be the most cost-effective solution that would meet the customer\\'s requirements? 

A. 2530 

B. 5406R 

C. 2930F 

D. 2930M 

Correct Answer: A 

 

QUESTION 7

A company has two buildings on a campus, where each building has three floors, which two wiring closets per floor
Assume that there will be 24 APs connected via POE+ to each wiring closet, along with 128 wired user connections. 

Which backplane stacking solution will provide the necessary Ethernet port capacity for all devices on Building 1 Floor 2
and is fully meshed? 

A. Two 381 OM 24-port POE+ switches and three 381OM 48-port switches per wiring closet 

B. Two 2930F 24-port POE+ switches and three 2930F 48-port switches per wiring closet 

C. One 2930M 24-port POE+ switch and two 2930M 48-port switches per wiring closet 

D. One 381 OM 24-port POE+ switches and two 2930M 48-port switches per wiring closet 
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Correct Answer: C 

 

 

QUESTION 8

A network designer is documenting the number of physical sites for a customer that is within the scope of a redesign
project. When determining the network purpose at each site, on what should the designer focus at each site? (Select
two.) 

A. types of users and their devices 

B. ceiling height 

C. square footage 

D. number of buildings 

E. number of users 

Correct Answer: BC 

 

QUESTION 9

Refer to the exhibit. 

When planning the use of Cat7 cabling for a SmartRate connection between an ArubaOS AP and an ArubaOS switch,
which sections should be considered when calculating distance? 

A. A + C 

B. A + B 

C. A + B + C + D 
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D. A + B + C 

Correct Answer: C 

 

QUESTION 10

A network architect is doing a site survey for a new wireless design One concern the company has with the old wireless
network is coverage. In some cases, APs would lose power and some employees in the network would lose wireless
connectivity. The new design needs to prevent this issue from occurring. During the site survey, what are best practices
to be followed in regards to the dBm signal level and the power of the AP to ensure adequate wireless coverage and
minimal overlap of AP signals for the new design? 

A. AP power at 75% and a measurement of -90 dBM on the measuring device 

B. AP power at 100% and a measurement of -65 dBM on the measuring device 

C. AP power at 75% and a measurement of -80 dBM on the measuring device 

D. AP power at 50% and a measurement of -65 dBM on the measuring device 

Correct Answer: B 
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