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QUESTION 1

Click the Exhibit button. 

You are monitoring your IS-IS router and issue the command shown in the exhibit. Which two statements are true in this
scenario? (Choose two.) 

A. The loopback address of the local router is 5.0.0.100. 

B. The loopback address of the local router is 10.100.0.1. 

C. The name of the remote device is r1. 

D. The name of the local device is r1. 

Correct Answer: BC 

 

QUESTION 2

Click the Exhibit button. 
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The IS-IS adjacency between routers R1 and R2 will not establish. Referring to exhibit, what is the problem? 

A. The ISO address is not configured on interface ge-0/0/1. 

B. The level is not configured under protocols isis. 

C. The IP address is not configured on interface lo0. 

D. The link MTU is too small on interface ge-0/0/1. 

Correct Answer: A 

 

QUESTION 3

Which three statements are correct about the voice VLAN feature? (Choose three.) 

A. It allows the access port to accept tagged voice and untagged data packets. 

B. It allows you to apply independent CoS actions to data and voice packets. 

C. It can be used with LLDP-MED to dynamically assign the VLAN ID value to IP phones. 

D. It allows trunk ports to accept tagged voice and untagged data packets. 

E. It must use the same VLAN ID as data traffic on a defined interface. 
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Correct Answer: ABC 

A (not D): The Voice VLAN feature in EX-series switches enables access ports to accept both data (untagged) and
voice (tagged) traffic and separate that traffic into different VLANs. 

B: To assign differentiated priority to Voice traffic, it is recommended that class of service (CoS) is configured prior to
enabling the voice VLAN feature. Typically, voice traffic is treated with a higher priority than common user traffic.
Without differentiated treatment through CoS, all traffic, regardless of the type, is subject to the same delay during times
of congestion. 

C: In conjunction with Voice VLAN, you can utilize Link Layer Discovery Protocol Media Endpoint Discovery (LLDP-
MED) to provide the voice VLAN ID and 802.1p values to the attached IP phones. This dynamic method associates
each IP phone with the appropriate voice VLAN and assigns the necessary802.1p values, which are used by CoS, to
differentiate service for voice traffic within a network. 

 

QUESTION 4

Which two values are used to generate a bridge ID when using STP? (Choose two.) 

A. system MAC address 

B. bridge priority 

C. port identifier 

D. loopback IP address 

Correct Answer: AB 

 

QUESTION 5

Click the Exhibit button. Given the configuration shown in the exhibit, what will be the threshold for storm control? 

A. 100 Kbps (kilobits per second) 

B. 100 Mbps (megabits per second) 
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C. 100% (percent of link bandwidth) 

D. 100 pps (packets per second) 

Correct Answer: A 

This example shows how to configure the storm control level on interface ge-0/0/0 by setting the level to a traffic rate
,000 Kbps, based on the traffic rate of the combined applicable traffic streams. To configure storm control: Specify the
traffic rate in Kbps of the combined traffic streams on a specific interface: [edit ethernet-switching-options]
user@switch# set storm-control interface ge-0/0/0 bandwidth 15000 

 

QUESTION 6

Which mechanism is used to share routes between routing tables? 

A. filter-based forwarding 

B. forwarding instances 

C. RIB groups 

D. routing instances 

Correct Answer: C 

A RIB group is a way to have a routing protocol, in most cases, place information in multiple route tables. 

 

QUESTION 7

What are three types of bridge protocol data units? (Choose three.) 

A. media endpoint discovery 

B. topology change acknowledgement 

C. topology change notification 

D. type length value 

E. configuration 

Correct Answer: BCE 

 

QUESTION 8

Click the Exhibit button. 
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A routing table contains multiple BGP routes to the same destination prefix. The route preference is the 

same for each route. 

Referring to the exhibit, which route would be selected? 

A. route B 

B. route D 

C. route A 

D. route C 

Correct Answer: B 

 

 

QUESTION 9

Which three mechanisms are associated with the bridging process? (Choose three.) 

A. pruning 

B. listening 

C. learning 

D. filtering 

E. flooding 

Correct Answer: CDE 

 

QUESTION 10

Click the Exhibit button. 
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You have an existing Virtual Chassis consisting of five member devices. Member 3 fails and must be replaced. You
remove the EX Series switch with a Member ID and install a replacement switch in its place using identical cabling as
shown in the exhibit. The replacement\\'s member ID is 6, so the configuration for member ID 3 is not applied to it.
Referring to the exhibit, what should have been done before installing the replacement switch? 

A. Reactivate the Virtual Chassis. 

B. Recycle the member ID of the switch being replaced. 

C. Renumber the member IDs. 

D. Clear the Virtual Chassis protocol. 

Correct Answer: B 

 

QUESTION 11

Which two statements are true about STP port states? (Choose two.) 

A. In the listening state, the port forwards all data packets. 

B. A port that has been administratively disabled under the STP protocol drops all BPDUs. 

C. In the learning state, the port drops all data packets. 

D. A port that has been administratively disabled under the STP protocol floods all BPDUs. 

Correct Answer: BC 

B: A port in the disabled state is manually isolated from the network. A port in the disabled state does not participate in
frame forwarding or the operation of STP because a port in the disabled state is considered non-operational. 

C: The learning state is a 15-second interval during which the bridge does not pass user data frames while the bridge is
building its bridging table. As the bridge receives frames, it places the source MAC address and port of each frame into
the bridging table. The learning state reduces the amount of flooding required when data forwarding begins. 
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QUESTION 12

Which state indicates that the BGP session is fully converged? 

A. Connect 

B. Up 

C. Established 

D. Active 

Correct Answer: C 

In order to make decisions in its operations with peers, a BGP peer uses a simple finite state machine (FSM) that
consists of six states: Idle; Connect; Active; OpenSent; OpenConfirm; and Established. In the Established state, the
peers send Update messages to exchange information about each route being advertised to the BGP peer. 

 

QUESTION 13

What are two interarea OSPF LSA types? (Choose two.) 

A. Type-4 ASBR summary LSAs 

B. Type 3 summary LSAs 

C. Type 1 router LSAs 

D. Type 2 network LSAs 

Correct Answer: AB 

A: The fourth LSA type, network example: 

In this example we have R1 that is redistributing information from the RIP router into OSPF. This makes R1 an ASBR
(Autonomous System Border Router). What happens is that R1 will flip a bit in the router LSA to identify itself as an
ASBR. When R2 who is an ABR receives this router LSA it will create a type 4 summary ASBR LSA and flood it into
area 0. This LSA will also be flooded in all other areas and is required so all OSPF routers know where to find the
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ASBR. 

B: Example: 

Router 2 can create a Type 3 summary LSA and flood it into area 0. This LSA will flood into all the other areas of our
OSPF network. This way all the routers in other areas will know about the prefixes from other areas. Note: The name
"summary" LSA is very misleading. By default, OSPF is not going to summarize anything for you. There is however a
command that let you summarize inter-area routes. Take a look at my OSPF summarization tutorial if you are
interested. If you are looking at the routing table of an OSPF router and see some O IA entries, you are looking at LSA
type 3 summary LSAs. Those are your inter-area prefixes! 

 

QUESTION 14

Which two sequence correctly describe the correct processing order of firewall filters on an EX Series switch? (Choose
two.) 

A. port filter > VLAN filter > router filter > transmit packet 

B. router filter > VLAN filter > port filter > transmit packet 

C. receive packet > port filter > VLAN filter >router filter 

D. receive packet > router filter > VLAN filter > port filter 

Correct Answer: BC 

The order in which filters are applied depends on the direction in which they are applied, as indicated here: 

B: Egress filters (outbound traffic leaving the device or interface): C: Ingress filters (inbound traffic to the device or
interface): 

 

QUESTION 15

Click the Exhibit button. 
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Referring to the exhibit, why is the 0.0.0.0/0 route hidden? 

A. The next hop is set to discard. 

B. You already have an active BGP default route. 

C. You cannot make a 0.0.0.0/0 generated route. 

D. There are no contributing routes. 

Correct Answer: D 
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