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QUESTION 1

What is the correct simplification of the 2001:0000:0000:0234F:0000:CBFF:5CA1:A001 IPv6 address? 

A. 2001::234F:0 :CBFF:5CA1:A001 

B. 2001:0:0:234F:0:CBFF:5CA1:A1 

C. 2001::234F:CBFF:5CA1:A001 

D. 2001::234F::CBFF:5CA1:A001 

Correct Answer: A 

 

 

QUESTION 2

You observe that VPN routes are hidden on your PE router Which situation accounts for these hidden routes? 

A. The protocol next-hop is not found in inet.3 

B. The protocol next-hop is not found in mpls 0 

C. The protocol next-hop is not found in bgp I3vpn 0 

D. The protocol next-hop is not found in inet 2 

Correct Answer: A 

 

QUESTION 3

What is the size of the unique address used to identify each node on an Ethernet LAN? 

A. 3 bytes 

B. 6 bytes 

C. 9 bytes 

D. 12 bytes 

Correct Answer: B 

 

QUESTION 4

A rogue switch has been added to your network, exchanged BPDUs, and is now part of the spanning tree topology. 

Which feature would help prevent this from happening in the future? 
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A. storm control 

B. BPDU control 

C. root protection 

D. loop protection 

Correct Answer: B 

 

QUESTION 5

Click the Exhibit button. 

Which two statements are correct according to the output shown in the exhibit? (Choose two.) 

A. The peering session can pass inet-vpn routes. 

JN0-361 PDF Dumps | JN0-361 VCE Dumps | JN0-361 Practice Test                              3 / 10

https://www.certbus.com/jn0-361.html
https://www.certbus.com/jn0-361.html
https://www.certbus.com/jn0-361.html


https://www.certbus.com/jn0-361.html
2023 Latest certbus JN0-361 PDF and VCE dumps Download

B. The peering session uses an altered route preference. 

C. The peering session is enabled for multihop support. 

D. The peering session is enabled for multipath support. 

Correct Answer: AB 

A: From the exhibit we see: 

Address families configured: inet-unicast inet-vpn-unicast 

B: From the exhibit we find: 

Options:  

 

QUESTION 6

What are tree types of interfaces that can be used in an MX Series device when implementing a virtual switch routing
instance? (Choose three.) 

A. Trunk interface 

B. Access interface 

C. Layer 2 logical interface 

D. GRE tunnel interface 

E. Logical tunnel interface 

Correct Answer: ABC 

 

QUESTION 7

What are two valid actions that can be applied to a frame by a Layer 2 firewall filter? (Choose two) 

A. Log 

B. loss-priority 

C. sample 

D. count 

Correct Answer: BD 

You can specify the following filter actions: 

* 

accept 
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* 

count counter-name 

* 

discard 

* 

dscp code-point (family inet only) 

* 

forwarding-class class-name 

* 

ipsec-sa ipsec-sa (family inet only) 

* 

load-balance group-name (family inet only) 

* 

log (family inet and inet6 only) 

* 

logical-system logical-system-name (family inet and inet6 only) 

* 

loss-priority (high | medium-high | medium-low | low) 

* 

next term 

* 

next-hop-group group-name (family inet only) 

* 

policer policer-name 

* 

port-mirror (family bridge, ccc, inet, inet6, and vpls only) 

* 

prefix-action action-name (family inet only) 

* 
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reject (family inet and inet6 only) 

* 

routing-instance routing-instance-name (family inet and inet6 only) 

* 

sample (family inet, inet6, and mpls only) 

* 

service-accounting (service filters and family inet or inet6 only) 

* 

service-filter-hit (service filters and family inet or inet6 only) 

* 

syslog (family inet and inet6 only) 

* 

three-color-policer policer-name 

* 

topology topology-name (family inet and inet6 only) 

* 

traffic-class code-point (family inet6) only 

 

QUESTION 8

You are configuring a default static route using the default preference value. You want to ensure that any static route
that you configure in the future will be less preferred than the OSPF routes that are configured on the network. Which
command will accomplish this task? 

A. set protocols ospf preference 6 

B. set routing-options static route preference 9 

C. set routing-options static defaults preference 20 

D. set routing-options static defaults passive 

Correct Answer: C 

 

QUESTION 9

What are three label operations that an MPLS-enabled router performs? (Choose three.) 
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A. swap 

B. push 

C. pop 

D. insert 

E. rewrite 

Correct Answer: ABC 

 

 

QUESTION 10

-- Exhibit -

[edit protocols bgp] 

user@router# show 

group internal { 

neighbor 10.0.16.2; 

} 

The exhibit shows a partial configuration fo an internal BGP session. 

Which two statements must be added to complete the configuration? (Choose two.) 

A. a local-address statement 

B. a type ibgp statement 

C. a next-hop-self statement 

D. a type internal statement 

Correct Answer: AD 

Based on the scenario, you would need to add the local-address and type internal statements. A configuration error will
occur if these statements are not added. 

 

QUESTION 11

You want to verify the frequency and type of SPF calculations on your Junos device. 

Which command displays this information? 

A. show ospf database | match log 
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B. show spf log 

C. show ospf log 

D. show ospf statistics 

Correct Answer: C 

 

QUESTION 12

You are deploying IS-IS in your network to enable the routing of only IPv6. Assume that the loopback interface has been
properly configured. 

What is the minimum required configuration to enable only IPv6 routing in IS-IS? 

A. user@host# show protocols isis rib-group inet6; interface ge-0/0/0.0; interface lo0.0 { passive; } user@host# show
interfaces ge-0/0/0 unit 0 { family inet6 address fd85:5944:1aee:026::1/64; } 

B. user@host# show protocols isis interface ge-0/0/0.0; interface lo0.0 { passive; } user@host# show interfaces ge-0/0/0
unit 0 { family iso; family inet6 address fd85:5944:1aee:026::1/64; } 

C. user@host# show protocols isis no-ipv4-routing; interface ge-0/0/0.0 interface lo0.0 { passive; } user@host# show
interfaces ge-0/0/0 unit 0 { family iso; family inet6 address fd85:5944:1aee:026::1/64; } 

D. user@host# show protocols isis no-ipv4-routing; interface ge-0/0/0.0; interface lo0.0 { passive; } user@host# show
interfaces ge-0/0/0 unit 0 { family iso; family inet6; } 

E. user@host# show protocols isis traffic-engineering { family inet6 { shortcuts; } } interface ge-0/0/0.0; 

interface lo0.0 { 

passive; 

} 

user@host# show interfaces ge-0/0/0 

unit 0 { 

family inet6 address fd85:5944:1aee:026::1/64; 

family iso; 

} 

Correct Answer: C 

 

QUESTION 13

Which two statements are true about NSR? (Choose two.) 

A. NSR requires graceful restart to function properly 
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B. NSR requires redundant REs. 

C. NSR requires only one RE. 

D. NSR requires GRES to function properly. 

Correct Answer: BD 

 

QUESTION 14

Which IS-IS packet is used to determine the level of an IS-IS neighbor? 

A. IIH 

B. LSP 

C. PSNP 

D. CSNP 

Correct Answer: A 

 

QUESTION 15

You have been asked to use an interior gateway protocol (IGP) to design your network. You have been told that your
design should allow for fast reconvergence and scalability for future growth. Which IGP would accommodate these
criteria? 

A. static routing 

B. Routing Information Protocol (RIP) 

C. Open Shortest Path First (OSPF) 

D. Border Gateway Protocol (BGP) 

Correct Answer: C 

 

Static routing is static and not a protocol. BGP is an EGP rather than an IGP. OSPF has a faster convergence due to its
link-state architecture compared to RIP, which is a distance vector protocol. 
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