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QUESTION 1

Which type of BGP is used to peer with a different autonomous system? 

A. external 

B. classless 

C. dynamic 

D. static 

Correct Answer: A 

 

 

QUESTION 2

Click the Exhibit button. 

Referring to the exhibit, how is R1 learning the route from R2? 

A. R2 has an export policy with external type 2 configured. 

B. R2 has interface ge-0/0/2 configured as a passive interface under OSPFv3. 

C. R2 has interface ge-0/0/2 configured in another area under OSPFv3. 

D. R2 has an export policy with external type 1 configured. 

Correct Answer: D 
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QUESTION 3

Your company has expanded into office space across the street. The new office space has a single Ethernet connection
connected to an unmanaged switch. You must sort traffic based on the IP address into different VLANs once the traffic
arrives on your EX Series switches. 

Which mechanism would you use to accomplish this task? 

A. MVRP 

B. filter-based VLANs 

C. Q-in-Q tunneling 

D. dynamic VLANs 

Correct Answer: B 

 

 

QUESTION 4

Click the Exhibit button. 
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YourNet is learning the 210.210.40.0/24 route from Provider A and Provider B. YourNet would like to forward traffic
destined to the 210.210.40.0/24 network using Provider B. 

Referring to the exhibit, how would you accomplish this task? 

A. Add the well-known no-export community to the routes learned through R2. 

B. Add the well-known no-export community to the routes learned through R1. 

C. Apply an export policy to R2\\'s IBGP peers to set a higher local preference. 

D. Apply an export policy to R1\\'s IBGP peers to set a higher local preference. 

Correct Answer: C 

 

 

QUESTION 5

Which EVPN route type is used for fast convergence and for advertising the split horizon label? 
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A. Type 4 

B. Type 2 

C. Type 5 

D. Type 1 

Correct Answer: D 

 

 

QUESTION 6

You have PIM SM multicast configured and running in a network environment comprised of EX4300 devices. Your
customers report increased delay when switching channels using IPTV. To help decrease the delay, you implement PIM
join load balancing. You add the set protocols pim join-loadbalance command to the configuration. After committing, you
notice that the flows are still using only one path. 

In this scenario, which statement is correct? 

A. The clear pim join-distributioncommand must be issued. 

B. The interfaces must be specified to use for load balancing. 

C. IGMP snooping must also be configured. 

D. PIM join load-balancing only works for PIM-DM. 

Correct Answer: A 

 

 

QUESTION 7

Click the Exhibit button. 
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You are implementing CoS for a custom application that is labeling its packets with DSCP code-point 101111. You have
applied the configuration shown in the exhibit, but note that while some custom application traffic ingressing on ge-0/0/1
transits the SRX Series device successfully, packets ingressing all other ge-* interfaces are being dropped. 

Which action should you take to solve this problem? 

A. Apply the rate-limit-efpolicer to all ge- interfaces. 

B. Remove the BA classifier from all ge- interfaces. 

C. Configure a scheduler and scheduler map for expedited-forwarding and apply to all interfaces. 

D. Modify the BA classifier to assign code point 101111 to loss priority low. 

Correct Answer: D 

 

 

QUESTION 8

You are asked to deploy 802.1X on your EX Series switches. You need to ensure authenticated devices continue to
have access to the network even if the authentication server fails. 

Which action meets this configuration objective? 

A. Configure the server fail fallback with a value of sustain. 

B. Set the reauthentication interval to a value of 0. 

C. Configure the static MAC bypass for the authentication server. 

D. Set the reauthentication interval to a value of disable. 

Correct Answer: A 

 

 

QUESTION 9

Your network is configured for EVPN load balancing on three different access switches. During an outage, you notice
that not all interfaces are receiving traffic as expected. 

Which two requirements would you validate to identify this problem? (Choose two.) 

A. Validate that the same esi value is configured on multiple interfaces on all switches. 

B. Validate that the all-active flag is configured for multiple interfaces on each switch. 

C. Validate that all-active is configured for only one interface per switch. 

D. Validate that the same esi value is only configured on one interface per switch. 

Correct Answer: AC 
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QUESTION 10

You are using 802.1X in your access network consisting of EX Series switches. You recently had a failure with your
RADIUS server which resulted in authenticating client devices being denied access to the network. You want to change
this behavior so that authenticating clients are directed to a remediation VLAN. 

Which RADIUS server failback setting satisfies this requirement? 

A. permit 

B. move 

C. sustain 

D. deny 

Correct Answer: B 

 

 

QUESTION 11

Click the Exhibit button. 
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You have configured MSTP in your Layer 2 network. You are having problems with it establishing correctly. 

Referring to the exhibit, what is causing the problem? 

A. The region name is not correct. 

B. You must assign a context ID number other than zero. 

C. The MSTI-to-VLAN mapping does not match. 

D. The revision number is the same on both devices. 

Correct Answer: C 

 

 

QUESTION 12

Click the Exhibit button. 
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Which two statements are true about the 802.1X output shown in the exhibit? (Choose two.) 

A. The supplicant is not authenticated using 802.1X. 

B. The supplicant is authenticated using 802.1X. 

C. EAPoL traffic will be sent out of the ge-0/0/1 interface. 

D. EAPoL traffic will not be sent out of the ge-0/0/1 interface. 

Correct Answer: AC 

 

 

QUESTION 13

Packets enter a Juniper device and are classified as best effort. During the processing of the packet, the classification of
the packets is changed to expedited forwarding by a multi-field classifier. The device is using the default CoS policies. 

Which statement is true in this scenario? 

A. The packet is forwarded according to the original packet classification, and the DSCP bits do not change. 

B. The packet is forwarded according to the new packet classification, and the DSCP bits are rewritten to the new
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class. 

C. The packet is forwarded according to the new packet classification, and the DSCP bits do not change. 

D. The packet is forwarded according to the original packet classification, and the DSCP bits are rewritten to the new
class. 

Correct Answer: C 

 

 

QUESTION 14

Click the Exhibit button. 
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Referring to the exhibit, you configured a new multifield classifier for the ge-1/2/0 interface to move ICMP traffic to the
best-effort queue and traffic from 192.168.20.0/24 to the expedited forwarding queue. You received notice that some
applications are not working after the change. 

Which configuration change will remedy the problem? 
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A. Option A 

B. Option B 

C. Option C 

D. Option D 

Correct Answer: B 

 

 

QUESTION 15

Which two statements about OSPF routing policies are correct? (Choose two.) 

A. By default, OSPF export policies reject network-summary LSAs. 

B. By default, OSPF export policies accept network-summary LSAs. 

C. By default, OSPF import policies accept network-summary LSAs. 

D. By default, OSPF import policies reject network-summary LSAs. 

Correct Answer: AC 
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